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Show typical sections for
guardrail, paved ditch,

curb, and other miscellaneous
items as necessary

to define the work.

Verify that this drawing matches the
guardrail details shown in Section
617.

Refer to the CFLHD CADD manual
Chapter 3 located on the FLH website for
more information on file naming
conventions:
http://flh.fhwa.dot.gov/resources/cadd/cfl/
CaddManDocs/
MicrostationV8iStandardsManual/
Chapter03_NamingConventions_v8i.pdf
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GUARDRAIL DETAIL

6" asphalt concrete curb

See special 609A

Refer to other plan sheets where
appropriate

Curb backfill material
according to Subsection
704.03

__Paved ditch varies

Normal edge

of shoulder

Varies to

(See Miscellaneous
Quantities for width)

See Mainline
Typical Section
for pavement

structural section

centerline

TYPICAL PAVED DITCH SECTION

varies

Special Ditch Profile
Elevation = 6375. 82
(See cross sections)

Use text style 'Heading" found in the CFLHD text style library
FLH_Text-dimensions.dgnlib. Refer to the CADD Manual
Chapter 5 located on the CFL website for more information:
http://www.cflhd.gov/resources/CADD/CaddManDocs/

MicrostationV8iStandardsManual/Chapter05_Annotation_v8i.pdf

varies

Notes provide additional information describing the work.
Avoid repeating information already covered in the SCRs.
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\ NOTE:

@ Place 4-inch asphalt curb flush with the
face of guardrail. See special 609A for
curb details.
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TYPICAL WIDENING AND PULLOUT PLAN

PULLOUT SUMMARY

Station to Station

Side
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(ft)

L | T2 W
(ft) | (ft) | (ft)

Remarks

123400 to 124+00

RT

25

50 | 25 | 15

Cells for patterns are found in drafting_X30.cel.

Refer to the CFLHD CADD Manual Chapter 8 located on the
FLH website for more information on cell libraries:
http://flh.fhwa.dot.gov/resources/cadd/cfl/CaddManDocs/

MicrostationV8iStandardsManual/

Chapter08_CellLibraries_v8i.pdf
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See Mainline Typical
Section for pavement
structural section

| SPECIAL DITCH SECTION

Show 'NO SCALE' if
appropriate.

\DNO SCALE
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Text Box
Show typical sections for guardrail, paved ditch,
curb, and other miscellaneous items as necessary
to define the work.

Text Box
Verify that this drawing matches the
guardrail details shown in Section 617.

Text Box
Refer to the CFLHD CADD manual Chapter 3 located on the FLH website for more information on file naming conventions:
http://flh.fhwa.dot.gov/resources/cadd/cfl/CaddManDocs/MicrostationV8iStandardsManual/Chapter03_NamingConventions_v8i.pdf

Text Box
Use text style 'Heading" found in the CFLHD text style library FLH_Text-dimensions.dgnlib.  Refer to the CADD Manual Chapter 5 located on the CFL website for more information:
http://www.cflhd.gov/resources/CADD/CaddManDocs/MicrostationV8iStandardsManual/Chapter05_Annotation_v8i.pdf

Text Box
Show 'NO SCALE' if
appropriate.

Text Box
Cells for patterns are found in drafting_X30.cel. 
Refer to the CFLHD CADD Manual Chapter 8 located on the FLH website for more information on cell libraries:
http://flh.fhwa.dot.gov/resources/cadd/cfl/CaddManDocs/MicrostationV8iStandardsManual/Chapter08_CellLibraries_v8i.pdf

Text Box
Refer to other plan sheets where appropriate

Text Box
Notes provide additional information describing the work.
Avoid repeating information already covered in the SCRs.  




