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Text Box
Refer to other drawings if appropriate.

Text Box
Show north arrow and appropriate scale.

Text Box
Label existing ground

Text Box
Show stopping sight distance,
k value, and length of curve.

Text Box
Label the profile grade.

Text Box
Label parking area.

Line

Text Box
Evaluate parking area drainage
to avoid ponding.

Text Box
Verify that parking area complies with ADA guidelines.
ADA guidelines available on the web at
http://www.ada.gov/2010ADAstandards_index.htm


Text Box
Provide sufficient information
to construct the work.  Include
Sections (A-A, B-B, etc.) as
appropriate.

Text Box
Show 'NO SCALE" if appropriate.

Text Box
Refer to the CFLHD CADD Manual Chapter 8 located on the FLH website for  information on cell libraries:
http://flh.fhwa.dot.gov/resources/cadd/cfl/CaddManDocs/MicrostationV8iStandardsManual/Chapter08_CellLibraries_v8i.pdf


Line

Text Box
Include Sections (A-A, B-B, etc.) as appropriate.

Text Box
Use text style 'Title (Vert)' found in the text style library FLH_Text-Dimensions.dgnlib.  Font is bold and uses all capital letters.
Refer to the CFLHD CADD Manual Chapter 5 located on the FLH website for more information:
http://flh.fhwa.dot.gov/resources/cadd/cfl/CaddManDocs/MicrostationV8iStandardsManual/Chapter05_Annotation_v8i.pdf


Text Box
Refer to the CADD manual Geopak Chapter 9 located on the CFL website for more information on clipping plan/plan sheets:
http://flh.fhwa.dot.gov/resources/cadd/cfl/CaddManDocs/GEOPakv8iStandardsManual/Chapter9PlanandProfileSheetClipping_v8i.pdf


Text Box
Refer to the CFLHD CADD manual Geopak Chapter 6 located on the FLH website for more information on drawing elements stored in COGO (including horizontal alignment and pay item elements):
http://flh.fhwa.dot.gov/resources/cadd/cfl/CaddManDocs/GEOPakv8iStandardsManual/Chapter6DCManager_v8i.pdf


Text Box
Refer to the CFLHD CADD manual Chapter 3 located on the FLH website for more information on file naming conventions:
http://flh.fhwa.dot.gov/resources/cadd/cfl/CaddManDocs/MicrostationV8iStandardsManual/Chapter03_NamingConventions_v8i.pdf

Text Box
Make sure elements are placed with the proper symbology:
Use the GEOPAK D&C manager to draw elements where possible.
For manual drafting, use the FLH_Combined.dgnlib and select
the appropriate level , using ByLevel symbology where possible.
Refer to the CFLHD CADD manual Chapter 9 located on the FLH website for more information:
http://flh.fhwa.dot.gov/resources/cadd/cfl/CaddManDocs/MicrostationV8iStandardsManual/Chapter09_LevelsAndSymbology_v8i.pdf

Text Box
Use text style 'Notes' found in the text style library FLH_Text-Dimensions.dgnlib 
Refer to the CFLHD CADD Manual Chapter 5 located on the FLH website for more information:
http://flh.fhwa.dot.gov/resources/cadd/cfl/CaddManDocs/MicrostationV8iStandardsManual/Chapter05_Annotation_v8i.pdf

Text Box
Show both slope stake and clearing limits.  Use GEOPAK "Limits of Construction" to get slope stake limits. Refer to the FLH CADD Help and Reference page at http://flh.fhwa.dot.gov/resources/cadd/cfl/documents/brownbag/Clearing_Limits.pdf
Use the 3PC "Draw Clearing Limits in Plan View" in the D&C Manager.




