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Provide details and sufficient This is an example of a commonly used custom linestyle. Include CFL Detail C634-50 e
information to lay out all For CFL designers, the custom linestyle resource files are automatically Centerline Striping and Top Lift ST PROJECT NAME T39
pavement markings. read by MicroStation (providing the machine is properly configured.) For Pavement Joint if appropriate.

consultants, CFLHD linestyle resource files are available through the Adopt a Highway
V8i_Resource.zip download located on the CFL website: Remove gnd reset
' - - - http://flh.fhwa.dot.gov/resources/cadd/cfl/downloads.htm
Label stripes (typically with width, Refer to the CFLHD CADD manual Chapter 6 for more information on 4" broken yellow stripe
color, and either 'solid' or 'broken’). linestyles:
http://flh.fhwa.dot.gov/resources/cadd/cfl/CaddManDocs/
4" solid white stripe MicrostationV8iStandardsManual/Chapter06_Linestyles v8i.pdf S
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4" solid yellow stripe and 7338
4" broken yellow stripe
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Sign cells can be found in Sign_Post_X30.cel and Signs_CFL.cel. CLOSED
Refer to the CFLHD CADD Manual Chapter 8 located on the FLH R11-2<] |Show MUTCD number for signs. Show north \\$\
website for more information on cell libraries: Install sign arrow and Z
http://fin.fhwa.dot.gov/resources/cadd/cfl/CaddManDocs/ on gate appropriate [ ————> ¢ 100’ 200’
MicrostationV8iStandardsManual/Chapter08 CellLibraries_v8i.pdf scale.
Scale in Feet
Refer to the CFLHD CADD manual Chapter 3 located on the Use text style 'Notes' found in the text style library FLH_Text-
FLH website for more information on file naming conventions: Dimensions.dgnlib
http://fln.fhwa.dot.gov/resources/cadd/cfl/CaddManDocs/ Refer to the CFLHD CADD Manual Chapter 5 located on the
MicrostationV8iStandardsManual/ FLH website for more information:
Chapter03_NamingConventions_v8i.pdf http:/fih.fhwa.dot.gov/resources/cadd/cfl/CaddManDocs/
MicrostationV8iStandardsManual/Chapter05_Annotation_v8i.pdf
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Make sure elements are placed with the proper symbology:
ROAD Use the GEOPAK D&C manager to draw elements where possible. OM2-2V
Remove sign CLOSED For manual drafting, use the FLH_Combined.dgnlib and select (2 each)
R11-2 the appropriate level , using ByLevel symbology where possible.
\w\ Z Instalé sign \};{\Izgesrittgf?rerr?olzrlél-ilnlﬁo(rlrﬁetl)tlii())?anual Chapter 9 located on the FLH SIGNING AND
on gate :
( 100’ 200’ http://flh.fhwa.dot.gov/resources/cadd/cfl/CaddManDocs/ PAVEMENT MARKING
MicrostationV8iStandardsManual/ 205+00 TO 235+00
Scale in Feet Chapter09_LevelsAndSymbology_v8i.pdf



Text Box
Provide details and sufficient
information to lay out all
pavement markings.

Text Box
Show north arrow and appropriate scale.

Text Box
This is an example of a commonly used custom linestyle.
For CFL designers, the custom linestyle resource files are automatically read by MicroStation (providing the machine is properly configured.)  For consultants, CFLHD linestyle resource files are available through the V8i_Resource.zip download located on the CFL website:
http://flh.fhwa.dot.gov/resources/cadd/cfl/downloads.htm
Refer to the CFLHD CADD manual Chapter 6 for more information on linestyles:
http://flh.fhwa.dot.gov/resources/cadd/cfl/CaddManDocs/MicrostationV8iStandardsManual/Chapter06_Linestyles_v8i.pdf

Text Box
Sign cells can be found in Sign_Post_X30.cel and Signs_CFL.cel.  Refer to the CFLHD CADD Manual Chapter 8 located on the FLH website for more information on cell libraries:
http://flh.fhwa.dot.gov/resources/cadd/cfl/CaddManDocs/MicrostationV8iStandardsManual/Chapter08_CellLibraries_v8i.pdf

Line

Text Box
Include CFL Detail C634-50
Centerline Striping and Top Lift
Pavement Joint if appropriate.

Text Box
Note existing signs to be
removed and/or
removed and reset.

Text Box
Label stripes (typically with width,
color, and either 'solid' or 'broken').

Text Box
Show MUTCD number for signs.

Text Box
Refer to the CFLHD CADD manual Chapter 3 located on the FLH website for more information on file naming conventions:
http://flh.fhwa.dot.gov/resources/cadd/cfl/CaddManDocs/MicrostationV8iStandardsManual/Chapter03_NamingConventions_v8i.pdf


Text Box
Use text style 'Notes' found in the text style library FLH_Text-Dimensions.dgnlib 
Refer to the CFLHD CADD Manual Chapter 5 located on the FLH website for more information:
http://flh.fhwa.dot.gov/resources/cadd/cfl/CaddManDocs/MicrostationV8iStandardsManual/Chapter05_Annotation_v8i.pdf

Text Box
Make sure elements are placed with the proper symbology:
Use the GEOPAK D&C manager to draw elements where possible.
For manual drafting, use the FLH_Combined.dgnlib and select
the appropriate level , using ByLevel symbology where possible.
Refer to the CFLHD CADD manual Chapter 9 located on the FLH website for more information:
http://flh.fhwa.dot.gov/resources/cadd/cfl/CaddManDocs/MicrostationV8iStandardsManual/Chapter09_LevelsAndSymbology_v8i.pdf




