
Text Box
This cell is in FLH_Criteria.cel. Refer to the MicroStation CFLHD CADD Manual Chapter 8 located on the FLH website for more information on cell libraries:http://flh.fhwa.dot.gov/resources/cadd/cfl/CaddManDocs/MicrostationV8iStandardsManual/Chapter08_CellLibraries_v8i.pdf

Text Box
Show culvert inlet ditch widening in the mainline cross sections so that the earthwork quantity reflects this additional excavation.

Text Box
Show culvert station and slope with arrowpointing in direction of flow.

Text Box
If culvert is on a skew, verify thatslopes have been drawn correctlyby GEOPAK.

Text Box
Show horizontal locations of existing andproposed right-of-way, utilities, etc.

Text Box
Verify proper cover over the pipe is achieved.

Text Box
Show end sections, drop inlets, and any riprap aprons.

Text Box
Label invert elevation and offset at the inlet and outlet.

Line

Text Box
Refer to the CFLHD CADD manual Chapter 3 located on the FLH website for more information on file naming conventions:http://flh.fhwa.dot.gov/resources/cadd/cfl/CaddManDocs/MicrostationV8iStandardsManual/Chapter03_NamingConventions_v8i.pdf

Text Box
Refer to the CFLHD Geopak CADD Manual Chapter 8 located on the FLH website for procedures to develop the cross sections and create the cross section sheets:http://flh.fhwa.dot.gov/resources/cadd/cfl/CaddManDocs/GEOPakv8iStandardsManual/Chapter8Xsections_v8i.pdf
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