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BCY BCY CUYD BCY BCY CCY CCY CCY CCY CCY CCY CUYD

0 0 0 0 0 0 0 0 0 0 0 NA

NOTE:
1.

2.
3.
4.

5.
6.

The quantities shown herein are approximations.  Payment will be made for the actual quantities of work performed.
BCY = Bank cubic yard - one cubic yard of material as it lies in the natural state.
CCY = Compacted cubic yard - one cubic yard of material after it has been compacted to specification density.
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<<Waste or Unclassified borrow>> quantity calculated using volumes adjusted for shrink/swell.  The average shrink/swell factor shown is computed by taking an average of recommended values over the specified range.  Refer to 
the Geotech Report for recommended shrink/swell factors.

Roadway Excavation

Available material includes <<INSERT PROJECT-SPECIFIC INFORMATION>>.  See Miscellaneous Summaries.
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Various backfill material generated onsite includes <<INSERT PROJECT-SPECIFIC INFORMATION>>.  See Miscellaneous Summaries.
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Unavailable material includes <<INSERT PROJECT-SPECIFIC INFORMATION>>.  See Miscellaneous Summaries.
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For info only

BCY BCY BCY BCY BCY CCY CCY CCY CUYD CCY CCY CCY BCY

0 0 0 0 0 0 0 0 0 0 0 0 0

NOTE:
1.
2.
3.
4.
5.
6.
7. BCY = Bank cubic yard - one cubic yard of material as it lies in the natural state.

CCY = Compacted cubic yard - one cubic yard of material after it has been compacted to specification density.

Unavailable material includes <<INSERT PROJECT-SPECIFIC INFORMATION>>.  See Miscellaneous Summaries.
Various backfill material generated onsite includes <<INSERT PROJECT-SPECIFIC INFORMATION>>.  See Miscellaneous Summaries.

Estimated unclassified borrow quantity calculated using volumes adjusted for estimated material source shrink/swell of <<INSERT PROJECT-SPECIFIC INFORMATION>>.
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Available material includes <<INSERT PROJECT-SPECIFIC INFORMATION>>.  See Miscellaneous Summaries.
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The quantities shown herein are approximations.  Payment will be made for the actual quantities of work performed.
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Additional Excavation
For info only

EmbankmentRoadway Excavation

Embankment 
Construction

The average shrink/swell factor shown is computed by taking an average of recommended values over the specified range.  Refer to the Geotech Report for recommended shrink/swell factors.
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