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NPS PMIS No. 987654 NPS Drwg No. 123/4567

Backfill with min. 6"
crushed aggregate

Geotextile, class 2, type E

Limit of undercut

Varies
3" min

hny
.
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Pavement replacement limits If the patch limit is

<24" from the edge
of pavement, remove
to edge of pavement
Patch saw cut parallel/perpendicular

to distress

ASPHALT CONCRETE PAVEMENT PATCH
PLAN VIEW

See Pavement Preservation Typical Section
for final surface treatment

—— Asphalt concrete pavement, type I
(match depth of existing asphalt) or 4" min.
thickness if the existing pavement is less.
Place in 2 equal lifts, min.
Apply tack coat between asphalt lifts

— Remove the pavement base and subgrade
a min. of 10"

Apply tack coat to patch

perimeter (typ.) full depth (typ.)

Saw cut vertical face

SHEET
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B02

PROJECT

NOTES:

1. Install fiber rolls for inlet protection as directed
by the CO. See Detail E157-04.

2. Determine patching limits based on conditions
encountered at time of construction and verify
with the CO.

3. Patch asphalt concrete pavement areas according
to Section 418.

See Pavement Preservation Typical Section
for final surface treatment

—— Asphalt concrete pavement, type I

(match depth of existing asphalt) or 4" min.
thickness if the existing pavement is less.
Place in 2 equal lifts, min.

Apply tack coat between asphalt lifts

—— Remove pavement to expose
subbase, or subgrade

Apply tack coat to patch
perimeter (typ.)

Saw cut vertical

face full depth (typ.)

S

2

N

NN

. A
Existing asphalt concrete

- \ Existing ground (typ.)
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Varies

pavement (typ.)

3" min.

SECTION A-A

ASPHALT CONCRETE PAVEMENT PATCH, TYPE 2

ASPHALT CONCRETE PAVEMENT PATCH, TYPE 1

I/ \ Existing Ground (typ.)
- Existing asphalt concrete

3" min. pavement (typ.)

SECTION A-A

NO.
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22 March 2023 2:05PM
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