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Section 301.—UNTREATED AGGREGATE COURSES
Revised 9  July 2014
INCLUDE THE FOLLOWING FOR NEW OR RECONSTRUCTED CONCRETE PAVEMENT SLABS
$$301.01A

301.01.  Add the following:

Crushed recycled concrete may be used for aggregate courses under concrete pavements.
$$301.02A

301.02.  Add the following:

Crushed recycled concrete						703.20

INCLUDE THE FOLLOWING
$$301.03A
301.03.  Add the following after the second paragraph:

Submit the representative 300-pound (150-kilogram) sample to the EFLHD Central Laboratory in Sevierville, Tennessee.

INCLUDE THE FOLLOWING IF ALLOWING AN ALTERNATE STATE GRADATION AND THE ALTERNATE STATE GRADATION INCLUDES SPECIFIED ALLOWABLE DEVIATIONS. ALSO INCLUDE APPLICABLE SCRS FROM SUBSECTION 703.05.  (CHECK WITH THE MATERIALS ENGINEER) (IF $$301.03B IS INCLUDED, DO NOT INCLUDE $$301.03C)
$$301.03B
301.03.  Add the following:

If an alternate State gradation is produced as provided in Subsection 703.05, notify the CO in writing.  If the target values with respect to the State gradation are not identified, they will be the midpoint of the allowable State specification band.

INCLUDE THE FOLLOWING IF ALLOWING AN ALTERNATE STATE GRADATION AND THE ALTERNATE STATE GRADATION DOES NOT INCLUDE SPECIFIED ALLOWABLE DEVIATIONS.  ALSO INCLUDE APPLICABLE SCRS FROM SUBSECTION 703.05.  (CHECK WITH THE MATERIALS ENGINEER) (IF $$301.03C IS INCLUDED, DO NOT INCLUDE $$301.03B)
$$301.03C
301.03.  Add the following:

If an alternate State gradation is produced as provided in Subsection 703.05, notify the CO in writing.  The target values with respect to the State gradation will be the midpoint of the allowable State specification band.  The allowable deviation (D) will be ½ the State specification band width, and the maximum allowable pay factor under Subsection 301.08 will be 1.0.

INCLUDE THE FOLLOWING FOR NEW OR RECONSTRUCTED CONCRETE PAVEMENT SLABS
$$301.04A
301.04.  Add the following:

Remove and replace any layer of crushed recycled concrete material that exhibits heaving, pumping, rutting, or shearing under construction equipment even if the layer meets the density requirements in Subsection 301.05.
$$301.08A

301.08  Add the following:

Crushed recycled concrete for aggregate courses under concrete pavements will be evaluated under Subsections 106.02 and 106.04.
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