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560.03.  Add the following:

Lay out a grid and take elevations at each grid point according to Subsection 552.20.

$$560.09A
560.09.  Add the following:

Determine the volume of concrete required to overlay areas where hydrodemolition is used to remove the concrete as follows:

(a)  Establish a grid, measuring 3 feet (1 meter) on each side, over the entire area.  Lay out the grid as follows:

(1)  Establish transverse grid lines by placing the first grid line transverse to the structure centerline and placing the remaining transverse grid lines parallel to the first at a 3-foot (1-meter) spacing.

(2)  Establish longitudinal grid lines by placing the first longitudinal grid line parallel to the curb line and 1.5 feet (0.5 meters) from the face of the curb.  Place the remaining longitudinal grid lines parallel to the first line at 3-foot (1-meter) intervals.

(b)  Following concrete surface preparation, take elevations at each grid point in the presence of the CO.

(c)  Following concrete curing, reproduce the same grid and take elevations at each grid point.

(d)  The quantity of concrete will be determined from the following formula:

		V = ATd in cubic yards (meters), where:

V  =	Quantity of concrete in cubic yards (meters).
AT =	Total deck area in square yards (meters).
d  =	Average depth, in yards (meters), of removal determined by calculating the difference in elevation at each grid point in the deck surface area.
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