$$602.00A
Section 602.—CULVERTS AND DRAINS
Revised 10 July 2014
INCLUDE THE FOLLOWING IF FLH PIPE POLICY, PDDM 7.3.C.14, REGARDING CORROSION AND ABRASION APPLIES.  DELETE PIPE MATERIALS THAT DO NOT MEET REQUIREMENTS FOR CORROSION AND ABRASION.

$$602.03A
602.03.  Add the following:

Furnish culvert pipe from the following groups:

Aluminum-alloy corrugated pipe, Type I or II, (insert gage from fill/height tables) gage minimum
Aluminum-alloy spiral rib pipe, Type I or II, (insert gage from fill/height tables) gage minimum
Asphalt–coated pipe (steel)
Concrete-lined corrugated steel pipe
Fiber-bonded asphalt coated steel pipe
Invert-paved corrugated steel pipe
Metallic coated corrugated steel pipe, Type I or II, (insert gage from fill/height tables) gage minimum
Metallic coated spiral rib pipe, Type I or II, (insert gage from fill/height tables) gage minimum
Polymer-coated steel pipe
Plastic pipe
[bookmark: OLE_LINK4]Reinforced concrete pipe,	Class (insert class from fill/height tables, Class II minimum)

INCLUDE THE FOLLOWING FOR BOX CULVERTS
$$602.03B
602.03.  Add the following:

Construct either cast-in-place or precast concrete box culverts.  Construct cast-in-place box culverts according to Section 552.  Submit design drawings and details with supporting calculations for precast concrete box culverts to the CO according to Subsection 104.03.
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