03USC11/05/15
Section 106. — ACCEPTANCE OF WORK

	Include the following in all projects requiring sampling and testing.

Edit as required.
	(WFL Specification 07/20/15)


106.01 Conformity with Contract Requirements. Delete the text of this Subsection and substitute the following:

Follow the requirements of FAR Clause 52.246-12 Inspection of Construction.

References to standard test methods of AASHTO, ASTM, GSA, and other recognized standard authorities refer to the methods in effect on the date of solicitation for bids. Use Appendix B of the Federal Lands Highway Field Materials Manual, dated October 2008. Use the modified AASHTO procedures for sampling and testing contained in the WFLHD Supplements to Nationally Developed Standard Test Procedures; except, when a specified sampling or test method is not included in this supplement, sample and test according to the referenced AASHTO test procedure. Appendix B of the Federal Lands Highway Field Materials Manual contains sampling and testing methods which may be required for this project that are not found in AASHTO.

Perform work according to the contract requirements. Perform all work to the lines, grades, cross-sections, dimensions, and processes or material requirements shown on the plans or specified in the contract.

Plan dimensions and contract specification values are the values to be strived for and complied with as the design values from which any deviations are allowed. Perform work and provide material that is uniform in character and reasonably close to the prescribed value or within the specified tolerance range. The purpose of a tolerance range is to accommodate occasional minor variations from the median zone that are unavoidable for practical reasons.

The Government may inspect, sample, or test work at any time before final acceptance of the project. If the Government tests work, copies of test reports are furnished to the Contractor upon request. Government tests may or may not be performed at the work site.

For work that is evaluated and accepted under Subsection 106.04, if Government testing is performed, the result will be used for acceptance purposes.

For work that is evaluated and accepted under Subsection 106.05, if Contractor testing and inspection is verified by the Government, the Contractor’s results may be used by the Government to evaluate work for acceptance. Contractor data will be verified using the F- and t-test statistics in comparison to Government test results at a significance level of 0.01. If the Contractor’s data is not verified and the CO determines it to be appropriate, the Government will perform tests associated for that discrete portion of work. In this situation, the Government test results will control in determining the acceptability and pay factor of the work.

Do not rely on the availability of Government test results for process control.
Acceptable work conforming to the contract will be paid for at the contract unit bid price. Four methods of determining conformity and accepting work are described in Subsections 106.02 to 106.05 inclusive. The primary method of acceptance is specified in each Section of work. However, work may be rejected at any time it is found by any of the methods not to comply with the contract.
Remove, repair, or replace work that does not conform to the contract, or to prevailing industry standards where no specific contract requirements are noted. Removing, repairing, or replacing work; providing temporary traffic control; and any other related work to accomplish conformity will be at no cost to the Government.

As an alternative to removal and replacement, the Contractor may submit a written request to:

(a) Have the work accepted at a reduced price; or

(b) Be given permission to perform corrective measures to bring the work into conformity.

The request must contain supporting rationale and documentation. Include references or data justifying the proposal based on an evaluation of test results, effect on service life, value of material or work, quality, aesthetics, and other tangible engineering basis. The CO will determine disposition of the nonconforming work.
When standard manufactured items are specified (such as fence, wire, plates, rolled shapes, pipe conduits, etc., that are identified by gauge, unit mass, section dimensions, etc.), the identification will be considered to be nominal masses or dimensions. Unless specific contract tolerances are noted, established manufacturing tolerances will be accepted.

All specification limits, tolerances, test results, and related calculations are according to ASTM E 29, Absolute Method.
	Include in all projects.

	(WFL Specification 10/01/15)


Obtain copies of the following documents at http://flh.fhwa.dot.gov/resources/construction/paynotes/:
● Construction Paynote Examples, dated August 2011.
Obtain copies of the following documents at http://flh.fhwa.dot.gov/business/resources/materials/:
● Appendix B of the Federal Lands Highway Field Materials Manual, dated October 2008;

● WFLHD Supplements to Nationally Developed Standard Test Procedures;

● Standard WFLHD Method of Test for Accelerated Weathering of Aggregate by Use of Dimethyl Sulfoxide (DMSO);

● Highway Research Board Bulletin No. 319, The Humphres Method of Granular Soils, dated 1962; and,
● FLH Addendum to AASHTO T 308 – Standard Method of Test for Correction Factors for Hot Mix Asphalt (HMA) Containing Recycled Asphalt Pavement (RAP) by the Ignition Method.
	Include the following on all projects.
	(WFL Specification 01/01/04)


106.02 Visual Inspection. Delete the text of this Subsection and substitute the following:

Acceptance is based on visual inspection of the work for compliance with the specific contract requirements. In the absence of specific contract requirements or tolerances, prevailing industry standards may be used.

	Include the following on all projects.
	(WFL Specification 11/05/15)


106.03 Certification. Add the following after the second paragraph:

Obtain required certifications and maintain records of all required certifications according to Subsections 103.04, 153.04, and 154.04. 

Check certifications, before incorporating the materials into the work, to ensure that the requirements of the contract have been met. Mark the certifications with the following information: project name, project number, contract item number, item description, Contractor’s signature, and date.

Submit a completed Form WFLHD 87 Certification of Compliance with each material requiring a certification. An electronic version may be found at http://flh.fhwa.dot.gov/resources/construction/forms/.
Submit all certifications to the CO unless otherwise specified in the Section ordering the work.
	Include the following on base + options contracts where partial acceptance is permitted.
	(WFL Specification 01/01/04)


106.07 Partial and Final Acceptance. Delete paragraph (a) and substitute the following:

(a) Partial acceptance. When the Base Schedule, an Option, or any road within an option is completed, a final inspection of that portion of the project may be requested. If the portion is complete and in compliance with the contract, it will be accepted, and the Contractor will be relieved of further responsibility for maintenance of the completed portion. Partial acceptance does not void or alter any of the terms of the contract.
	Include the following on projects when statistical evaluation of work (Subsection 106.05) is required.
	(FLH Transmittal No. 4 04/26/10)


Delete Table 106-2 and substitute the following:
	Table 106-2 Pay Factors
	Minimum Required Percent of Work Within Specification Limits for a Given Pay Factor (PU + PL) – 100
	n=67

to

∞
	100
	97
	96
	94
	93
	92
	91
	90
	88
	87
	86
	85
	84
	82
	81
	80
	79
	78
	77
	76
	Note: If the value of (PU + PL) – 100 does not correspond to a (PU + PL) – 100 value in this table, use the next smaller (PU + PL) – 100 value.
	(continued)

	
	
	n=43

to

n=66
	100
	97
	96
	94
	92
	91
	90
	88
	87
	86
	84
	83
	82
	81
	79
	78
	77
	76
	75
	74
	
	

	
	
	n=30

to

n=42
	100
	97
	95
	93
	92
	90
	89
	87
	86
	84
	83
	82
	80
	79
	78
	77
	75
	74
	73
	72
	
	

	
	
	n=23

to

n=29
	100
	97
	95
	93
	91
	89
	87
	86
	84
	83
	82
	80
	79
	78
	76
	75
	74
	73
	71
	70
	
	

	
	
	n=18

to

n=22
	100
	96
	94
	92
	90
	88
	86
	85
	83
	82
	80
	79
	78
	76
	75
	74
	72
	71
	70
	69
	
	

	
	
	n=15

to

n=17
	100
	96
	93
	91
	89
	87
	85
	84
	82
	81
	79
	78
	76
	75
	74
	72
	71
	70
	68
	67
	
	

	
	
	n=12

to

n=14
	100
	96
	93
	90
	88
	86
	84
	82
	81
	79
	78
	76
	75
	73
	72
	71
	69
	68
	67
	66
	
	

	
	
	n=10

to

n=11
	100
	95
	92
	89
	87
	85
	83
	81
	79
	78
	76
	75
	73
	72
	70
	69
	68
	66
	65
	64
	
	

	
	
	n=9
	100
	97
	94
	91
	89
	84
	82
	80
	78
	76
	75
	73
	72
	70
	69
	67
	66
	65
	63
	62
	
	

	
	
	n=8
	100
	99
	96
	94
	92
	83
	81
	79
	77
	75
	74
	72
	71
	69
	68
	66
	65
	64
	62
	61
	
	

	
	
	n=7
	
	100
	98
	97
	95
	82
	80
	78
	76
	74
	72
	71
	69
	68
	66
	65
	63
	62
	61
	59
	
	

	
	
	n=6
	
	
	100
	99
	98
	80
	78
	76
	74
	72
	71
	69
	67
	66
	64
	63
	62
	60
	59
	58
	
	

	
	
	n=5
	
	
	
	
	100
	78
	76
	74
	72
	70
	68
	67
	65
	63
	62
	61
	59
	58
	57
	55
	
	

	
	
	n=4
	
	
	
	
	100
	75
	72
	70
	68
	67
	65
	63
	62
	60
	59
	57
	56
	55
	53
	52
	
	

	
	
	n=3
	
	
	
	
	100
	69
	66
	64
	63
	61
	59
	58
	57
	55
	54
	53
	51
	50
	49
	48
	
	

	
	PAY FACTOR
	Category
	II
	
	
	1.00
	0.99
	0.98
	0.97
	0.96
	0.95
	0.94
	0.93
	0.92
	0.91
	
	

	
	
	
	I
	1.05
	1.04
	1.03
	1.02
	1.01
	1.00
	0.99
	0.98
	0.97
	0.96
	0.95
	0.94
	0.93
	0.92
	0.91
	0.90
	0.89
	0.88
	0.87
	0.86
	
	

	Table 106-2 Pay Factors (continued)
	Minimum Required Percent of Work Within Specification Limits for a Given Pay Factor (PU + PL) - 100
	n=67

to

∞
	75
	73
	72
	71
	70
	69
	68
	67
	66
	65
	64
	63
	62
	61
	60
	59
	Values Less Than Those Shown Above
	Note: If the value of (PU + PL) – 100 does not correspond to a (PU + PL) – 100 value in this table, use the next smaller (PU + PL) – 100 value.

	
	
	n=43

to

n=66
	72
	71
	70
	69
	68
	67
	66
	65
	64
	63
	62
	60
	59
	58
	57
	56
	
	

	
	
	n=30

to

n=42
	71
	70
	69
	67
	66
	65
	64
	63
	62
	61
	60
	59
	57
	56
	55
	54
	
	

	
	
	n=23

to

n=29
	69
	68
	67
	66
	64
	63
	62
	61
	60
	59
	58
	57
	56
	55
	53
	52
	
	

	
	
	n=18

to

n=22
	67
	66
	65
	64
	63
	62
	61
	59
	58
	57
	56
	55
	54
	53
	52
	51
	
	

	
	
	n=15

to

n=17
	66
	65
	64
	62
	61
	60
	59
	58
	57
	56
	54
	53
	52
	51
	50
	49
	
	

	
	
	n=12

to

n=14
	64
	63
	62
	61
	59
	58
	57
	56
	55
	54
	53
	52
	50
	49
	48
	47
	
	

	
	
	n=10

to

n=11
	62
	61
	60
	59
	58
	56
	55
	54
	53
	52
	51
	49
	48
	47
	46
	45
	
	

	
	
	n=9
	61
	60
	58
	57
	56
	55
	54
	52
	51
	50
	49
	48
	47
	46
	45
	43
	
	

	
	
	n=8
	60
	58
	57
	56
	55
	54
	52
	51
	50
	49
	48
	47
	45
	44
	43
	42
	
	

	
	
	n=7
	58
	57
	56
	54
	53
	52
	51
	50
	48
	47
	46
	45
	44
	43
	42
	40
	
	

	
	
	n=6
	56
	55
	54
	53
	51
	50
	49
	48
	46
	45
	44
	43
	42
	41
	39
	38
	
	

	
	
	n=5
	54
	53
	51
	50
	49
	48
	46
	45
	44
	43
	42
	40
	39
	38
	37
	36
	
	

	
	
	n=4
	51
	49
	48
	47
	46
	44
	43
	42
	41
	39
	38
	37
	36
	34
	33
	32
	
	

	
	
	n=3
	46
	45
	44
	43
	41
	40
	39
	38
	36
	35
	33
	32
	30
	28
	27
	25
	
	

	
	PAY FACTOR
	Category
	II
	0.90
	0.89
	0.88
	0.87
	0.86
	0.85
	0.84
	0.83
	0.82
	0.81
	0.80
	0.79
	0.78
	0.77
	0.76
	0.75
	
	

	
	
	
	I
	0.85
	0.84
	0.83
	0.82
	0.81
	0.80
	0.79
	0.78
	0.77
	0.76
	0.75
	REJECT
	


Special Contract Requirements

Project: [INSERT PROJECT NUMBER, INSERT PROJECT NAME]


