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Section 157. — SOIL EROSION CONTROL

	In all projects, include only one of the following Section 157 requirements:

1) Section 157 for projects that do not require NPDES permits in all states;
2) Section 157 for projects in Alaska (excluding Denali NP and Metlakatla Indian Reservation) that have EPA NPDES permits;
3) Section 157 for projects in Oregon, Montana and Wyoming that have State issued NPDES permits; or,
4) Section 157 for projects in Idaho, Washington, Denali NP, and Metlakatla Indian Reservation that have EPA NPDES permits.

Consult with Environment Team to determine appropriate permit requirements.
	(WFL Specification 03/12/14)


	1) Include the following Section 157 SCR’s as directed below in projects that do not require NPDES permits in all states.
	(WFL Specification 3/12/14)


Section 157. — SOIL EROSION CONTROL

Construction Requirements

	Include the following in projects where the responsibility for removal of erosion control devices is not part of the contract.  

Revise the third paragraph of Subsection 157.13.  Example: “Removal and disposal of erosion control devices designated to remain will be performed by others.” 

Note: Coordinate requirements with Subsection 107.01 if necessary.
	(WFL Specification 12/13/05)


157.13 Maintenance and Cleanup. Delete the third paragraph and substitute the following:

[INSERT REQUIREMENTS]

	Include the following in all projects.
	(WFL Specification 01/07/14)


157.14  Acceptance.  Delete the first paragraph and substitute the following:
Acceptance.  Material for soil erosion control measures will be evaluated under Subsections 106.02 and 106.03.  Do not provide a copy of the certifications for soil erosion control materials to the CO, unless otherwise directed by the CO.

	This page intentionally left blank to delineate between the various Section 157 Permit requirements.

Delete this page and the inapplicable Section 157 requirements after deciding which SCR set to use.
	(WFL Specification 03/12/14)


	2) Include the following Section 157 SCR’s as directed below for all projects in Alaska (excluding Denali NP and Metlakatla Indian Reservation) that have EPA NPDES permits.
	(WFL Specification 03/12/14)


Section 157. — SOIL EROSION CONTROL

Construction Requirements

	Include the following in all projects.
	(WFL Specification 03/12/14)


157.03 General. Delete this Subsection and substitute the following:

Provide and install permanent and temporary measures to control erosion, sedimentation, and discharge of pollutants, according to the Alaska Pollutant Discharge Elimination System (APDES) Construction General Permit (CGP), the project Storm Water Pollution Prevention Plan (SWPPP) of record, and this contract. 

Immediately report to the CO any incident of non-compliance with the CGP that may endanger health or the environment. Provide copies of any correspondence or reports required by either the CGP or the SWPPP.

Provide an Erosion Control Supervisor (ECS) who meets one of the following criteria:

(a) Alaska Certified Erosion and Sediment Control Lead (AK-CESCL);

(b) Idaho Water Pollution Control Manager (WPCM);
(c) Montana Department of Environmental Quality (DEQ) SWPPP Administrator;
(d) Oregon Department of Transportation (ODOT) Certified Erosion Sediment Control Manager (ESCM);
(e) Washington State Certified Erosion and Sediment Control Lead (CESCL);

(f) Other State DOT-Approved Erosion and Sediment Control Certification;
(g) Certified Professional in Erosion and Sediment Control (CPESC);
(h) Certified Professional in Storm Water Quality (CPSWQ);
(i) Certified Erosion, Sediment and Storm Water Inspector (CESSWI);
(j) National Institute for Certification in Engineering Technologies (NICET) Erosion and Sediment Control Level 3 or 4; or
(k) Certified Inspector of Sediment and Erosion Control (CISEC).
Furnish the ECS’s name, project office address, 24-hour telephone number(s), and qualifications at the preconstruction conference. The ECS shall manage installation, maintenance, inspection, and reporting for erosion and sediment control measures, shall maintain and update the SWPPP of record and shall prepare any documentation required by the CGP or the SWPPP.

157.04 Controls and Limitations on Work. Delete this Subsection and substitute the following:

(a) Install all sediment perimeter control measures prior to clearing, grubbing, and grading activities. Install additional erosion and sediment control measures as needed during construction.

(b) Before conducting land clearing and disturbance, mark all clearing limits in the field. Mark trees, wetlands, sensitive areas, and buffer zones for preservation as shown on the plans. Preserve existing vegetation wherever possible.

(c) Stabilize and maintain construction access points between unpaved and paved sites to minimize tracking of mud and dirt onto public roads.  

(d) Phase construction activities to minimize the amount and duration of soil exposed to erosion. Establish final grade as soon as practicable and apply temporary or permanent soil stabilization measures. Limit the combined grubbing, grading, excavating, borrow, and fill within the construction limits to 3 hectares of exposed soil at one time.
(e) Divert runoff around exposed soils.
(f) Commence temporary soil stabilization measures immediately if no further disturbance of an area of the site or stockpile is expected within the next 14 days. Complete temporary soil stabilization measures to disturbed sites or stockpiles within 14 days of last disturbance. Provide for temporary stabilization of all exposed soil prior to winter construction shut down.

(g) Construct and maintain perimeter protection and locate erodible stockpiles away from storm drain inlets, waterways, and drainage channels.

(h) Handle and dispose of all pollutants, including construction materials, waste materials, and construction debris, in a manner that does not cause contamination of storm water.
(i) Apply fertilizers and other chemicals in a manner and at application rates that will not result in loss of chemicals to storm water runoff. Follow manufacturers label requirements except as otherwise required by the contract
(j) Do not discharge concrete wastewater near or into waterways or wetlands. Submit proposed washout areas to the CO for approval.
157.12 Inspection and Reporting. Delete this Subsection and substitute the following: 

Inspect the following areas of the project:
(a) All areas where soil has been disturbed and that have not been permanently stabilized;
(b) All erosion and sediment control measures and pollution prevention measures;
(c) Government-provided material, waste, borrow, staging and maintenance areas;

(d) All areas where storm water typically flows within the site;
(e) All points of storm water discharge from the site; and

(f) All locations where temporary stabilization measures have been implemented.

Inspect all erosion and sediment control measures as required in the CGP Part 6.1. Monitor rainfall using an on-site rain gauge. Specify in the project SWPPP which inspection schedule will be used and use the same schedule throughout the duration of construction.
Furnish completed inspection reports to the CO within 24-hours after performing an inspection.
Inspections may be temporarily reduced or suspended as stated in CGP Part 6.2 when construction has become temporarily inactive if all disturbed areas have been permanently or temporarily stabilized. Document the reason for the reduction in inspection frequency in the SWPPP (tab 9). Resume the normal inspection schedule when the construction site thaws or construction activities resume.

157.13 Maintenance and Cleanup.  Delete this Subsection and substitute the following:
Maintain erosion and sediment control measures in working condition until final acceptance or until disturbed sites have been stabilized as determined by the CO. Clean devices and structures when half full of sediment. Remove accumulated sediment and dispose of in an upland location according to CGP Part 4.11. 

Implement maintenance of erosion and sediment control devices or other corrective action within the following time requirements:

(a) In the event of discharge of sediment or other pollutants, immediately take steps to prevent further discharge until a permanent solution is installed and made operational;
(b) Begin corrective maintenance of sediment and erosion control devices within 24 hours of discovery and complete as soon as possible.
Upon approval of the CO, remove and dispose of erosion and sediment control devices and structures in accordance with the CGP.
	Include the following in projects where the responsibility for removal of erosion control devices is not part of the contract.  

Revise the third paragraph of Subsection 157.13.  Example: “Removal and disposal of erosion control devices designated to remain will be performed by others.” 

Note: Coordinate requirements with Subsection 107.01 if necessary.
	(WFL Specification 12/13/05)


 [INSERT REQUIREMENTS]

	Include the following in all projects.
	(WFL Specification 01/07/14)


157.14  Acceptance.  Delete the first paragraph and substitute the following:
Acceptance.  Material for soil erosion control measures will be evaluated under Subsections 106.02 and 106.03.  Do not provide a copy of the certifications for soil erosion control materials to the CO, unless otherwise directed by the CO.

	This page intentionally left blank to delineate between the various Section 157 Permit requirements.

Delete this page and the inapplicable Section 157 requirements after deciding which SCR set to use.
	(WFL Specification 03/12/14)


	3) Include the following Section 157 SCR’s as directed below for all projects in Oregon, Montana and Wyoming that have State issued NPDES permits.  
For OR projects only, substitute Erosion and Sediment Control Plan (ESCP) for all references to Storm Water Pollution Prevention Plan (SWPPP).

	(WFL Specification 03/12/14)


Section 157. — SOIL EROSION CONTROL
Construction Requirements

	Include the following in all projects.
	(WFL Specification 03/12/14)


157.03 General. Delete this Subsection and substitute the following:

Provide and install permanent and temporary measures to control erosion, sedimentation, and discharge of pollutants, according to the state National Pollutant Discharge Elimination System (NPDES) storm water permit, the project [INSERT Storm Water Pollution Prevention Plan (SWPPP) OR Erosion and Sediment Control Plan (ESCP)] of record, and this contract.
Immediately report to the CO any incident of non-compliance with the CGP that may endanger health or the environment. Provide copies of any correspondence or reports required by either the CGP or the [INSERT SWPPP OR ESCP].

Provide an Erosion Control Supervisor (ECS) who meets one of the following criteria:

(g) Alaska Certified Erosion and Sediment Control Lead (AK-CESCL);

(h) Idaho Water Pollution Control Manager (WPCM);
(i) Montana Department of Environmental Quality (DEQ) SWPPP Administrator;
(j) Oregon Department of Transportation (ODOT) Certified Erosion Sediment Control Manager (ESCM);
(k) Washington State Certified Erosion and Sediment Control Lead (CESCL);

(l) Other State DOT-Approved Erosion and Sediment Control Certification;
(g) Certified Professional in Erosion and Sediment Control (CPESC);
(h) Certified Professional in Storm Water Quality (CPSWQ);
(i) Certified Erosion, Sediment and Storm Water Inspector (CESSWI);
(j) National Institute for Certification in Engineering Technologies (NICET) Erosion and Sediment Control Level 3 or 4; or
(k) Certified Inspector of Sediment and Erosion Control (CISEC).
Furnish the ECS’s name, project office address, 24-hour telephone number(s), and qualifications at the preconstruction conference. The ECS shall manage installation, maintenance, inspection, and reporting for erosion and sediment control measures, shall maintain and update the [INSERT SWPPP OR ESCP] of record, and shall prepare any documentation required by the CGP or the [INSERT SWPPP OR ESCP].

157.04 Controls and Limitations on Work. Delete this Subsection and substitute the following: 

(a) Install all sediment perimeter control measures prior to clearing, grubbing, and grading activities. Install additional erosion and sediment control measures as needed during construction.

(b) Before conducting land clearing and disturbance, mark all clearing limits in the field. Mark trees, wetlands, sensitive areas, and buffer zones for preservation as shown on the plans. Preserve existing vegetation wherever possible.

(c) Stabilize and maintain construction access points between unpaved and paved sites to minimize tracking of mud and dirt onto public roads.
(d) Phase construction activities to minimize the amount and duration of soil exposed to erosion. Establish final grade as soon as practicable and apply temporary or permanent soil stabilization measures. Limit the combined grubbing, grading, excavating, borrow, and fill within the construction limits to 3 hectares of exposed soil at one time.
(e) Divert runoff around exposed soils.
(f) Commence temporary soil stabilization measures immediately if no further disturbance of an area of the site or stockpile is expected within the next 14 days. Complete temporary soil stabilization measures to disturbed sites or stockpiles within 14 days of last disturbance. Provide for temporary stabilization of all exposed soil prior to winter construction shut down.

(g) Construct and maintain perimeter protection and locate erodible stockpiles away from storm drain inlets, waterways, and drainage channels.
(h) Handle and dispose of all pollutants, including construction materials, waste materials, and construction debris, in a manner that does not cause contamination of storm water.
(i) Apply fertilizers and other chemicals in a manner and at application rates that will not result in loss of chemicals to storm water runoff. Follow manufacturers label requirements except as otherwise required by the contract
(j) Do not discharge concrete wastewater near or into waterways or wetlands. Submit proposed washout areas to the CO for approval.
157.12 Inspection and Reporting. Delete this Subsection and substitute the following:

Inspect the following areas of the project:
(a) All areas where soil has been disturbed and that has not been permanently stabilized;
(b) All erosion and sediment control measures and pollution prevention measures;
(c) Government-provided material, waste, borrow, staging and maintenance areas; 

(d) All areas where storm water typically flows within the site;
(e) All points of storm water discharge from the site; and

(f) All locations where temporary stabilization measures have been implemented.

Inspect all erosion and sediment control measures at least once every 7 days, or once every 14 days and within 24 hours of a storm event of 6 millimeters or greater as determined by an on-site rain gauge. Specify in the project [INSERT SWPPP OR ESCP] which inspection schedule will be used and use the same schedule throughout the duration of construction.
Furnish completed inspection reports to the CO within 24-hours after performing an inspection.
	Oregon projects INSERT:

“Inspections may be temporarily reduced or suspended as stated in 1200-CA, schedule B, 3, 4, 5, and 6 when construction is temporarily inactive if all disturbed areas have been permanently or temporarily stabilized. Document the reason for the reduction in inspection frequency in the ESCP (tab 9). Resume the normal inspection schedule when the construction site thaws or construction activities resume.”
Montana projects INSERT: 

“Inspections may be temporarily reduced as stated in CGP 2.3.3 when construction is temporarily inactive if all disturbed areas have been permanently or temporarily stabilized. Document the reason for the reduction in inspection frequency in the SWPPP (tab 9). Resume the normal inspection schedule when the construction site thaws or construction activities resume.”
Wyoming projects INSERT:

“Inspections may be temporarily reduced or suspended as stated in CGP part 9 when construction is temporarily inactive if all disturbed areas have been permanently or temporarily stabilized. Document the reason for the reduction in inspection frequency in the SWPPP (tab 9). Resume the normal inspection schedule when the construction site thaws or construction activities resume.”
	(WFL Specification 03/12/14)


[INSERT REQUIREMENTS]
157.13 Maintenance and Cleanup.  Delete this Subsection and substitute the following:
Maintain erosion and sediment control measures in working condition until final acceptance or until disturbed sites have been stabilized as determined by the CO. Clean devices and structures when half full of sediment. Remove accumulated sediment and dispose of in an upland location according to Subsection 204.14. 

Implement maintenance of erosion and sediment control devices or other corrective action within the following time requirements:
(a) In the event of discharge of sediment or other pollutants, immediately take steps to prevent further discharge until a permanent solution is installed and made operational;
(b) Begin corrective maintenance of sediment and erosion control devices within 24 hours of discovery and complete as soon as possible.
Upon approval of the CO, remove and dispose of erosion and sediment control devices and structures according to Subsection 203.05.
	Include the following in projects where the responsibility for removal of erosion control devices is not part of the contract.  

Revise the third paragraph of Subsection 157.13.  Example: “Removal and disposal of erosion control devices designated to remain will be performed by others.” 

Note: Coordinate requirements with Subsection 107.01 if necessary.
	(WFL Specification 12/13/05)


 [INSERT REQUIREMENTS]

	Include the following in all projects.
	(WFL Specification 01/07/14)


157.14  Acceptance.  Delete the first paragraph and substitute the following:
Acceptance.  Material for soil erosion control measures will be evaluated under Subsections 106.02 and 106.03.  Do not provide a copy of the certifications for soil erosion control materials to the CO, unless otherwise directed by the CO.

	This page intentionally left blank to delineate between the various Section 157 Permit requirements.

Delete this page and the inapplicable Section 157 requirements after deciding which SCR set to use.
	(WFL Specification 03/12/14)


	4) Include the following Section 157 SCR’s as directed below for all projects in Idaho, Washington, Denali NP, and Metlakatla Indian Reservation that have EPA NPDES permits.
	(WFL Specification 03/12/14)


Section 157. — SOIL EROSION CONTROL

Construction Requirements

	Include the following in all projects.
	(WFL Specification 03/12/14)


157.03 General. Delete this Subsection and substitute the following:

Provide and install permanent and temporary measures to control erosion, sedimentation, and discharge of pollutants, according to the National Pollutant Discharge Elimination System (NPDES), the Construction General Permit (CGP), the project Storm Water Pollution Prevention Plan (SWPPP) of record, and this contract.
Immediately report to the CO any incident of non-compliance with the CGP that may endanger health or the environment. Provide copies of any correspondence or reports required by either the CGP or the SWPPP.

Provide an Erosion Control Supervisor (ECS) who meets one of the following criteria:

(a) Alaska Certified Erosion and Sediment Control Lead (AK-CESCL);

(b) Idaho Water Pollution Control Manager (WPCM);
(c) Montana Department of Environmental Quality (DEQ) SWPPP Administrator;
(d) Oregon Department of Transportation (ODOT) Certified Erosion Sediment Control Manager (ESCM);
(e) Washington State Certified Erosion and Sediment Control Lead (CESCL);

(f) Other State DOT-Approved Erosion and Sediment Control Certification;
(g) Certified Professional in Erosion and Sediment Control (CPESC);
(h) Certified Professional in Storm Water Quality (CPSWQ);
(i) Certified Erosion, Sediment and Storm Water Inspector (CESSWI);
(j) National Institute for Certification in Engineering Technologies (NICET) Erosion and Sediment Control Level 3 or 4; or
(k) Certified Inspector of Sediment and Erosion Control (CISEC).
Furnish the ECS’s name, project office address, 24-hour telephone number(s), and qualifications at the preconstruction conference. The ECS shall manage installation, maintenance, inspection, and reporting for erosion and sediment control measures shall maintain and update the SWPPP of record and shall prepare any documentation required by the CGP or the SWPPP.
157.04 Controls and Limitations on Work. Delete this Subsection and substitute the following: 

(a) Install all sediment perimeter control measures prior to clearing, grubbing, and grading activities. Install additional erosion and sediment control measures as needed during construction.

(b) Before conducting land clearing and disturbance, mark all clearing limits in the field. Mark trees, wetlands, sensitive areas, and buffer zones for preservation as shown on the plans. Preserve existing vegetation wherever possible.

(c) Stabilize and maintain construction access points between unpaved and paved sites to minimize tracking of mud and dirt onto public roads.
(d) Phase construction activities to minimize the amount and duration of soil exposed to erosion. Establish final grade as soon as practicable and apply temporary or permanent soil stabilization measures. Limit the combined grubbing, grading, excavating, borrow, and fill within the construction limits to 3 hectares of exposed soil at one time.
(e) Divert runoff around exposed soils.
(f) Commence temporary soil stabilization measures immediately if no further disturbance of an area of the site or stockpile is expected within the next 14 days. Complete temporary soil stabilization measures to disturbed sites or stockpiles within 14 days of last disturbance. Provide for temporary stabilization of all exposed soil prior to winter construction shut down.

(g) Construct and maintain perimeter protection and locate erodible stockpiles away from storm drain inlets, waterways, and drainage channels.
(h) Handle and dispose of all pollutants, including construction materials, waste materials, and construction debris, in a manner that does not cause contamination of storm water.
(i) Apply fertilizers and other chemicals in a manner and at application rates that will not result in loss of chemicals to storm water runoff. Follow manufacturers label requirements except as otherwise required by the contract
(j) Do not discharge concrete wastewater near or into waterways or wetlands. Submit proposed washout areas to the CO for approval.
157.12 Inspection and Reporting. Delete this Subsection and substitute the following:

Inspect the following areas of the project:
(a) All areas where soil has been disturbed and that have not been permanently stabilized;
(b) All erosion and sediment control measures and pollution prevention measures;
(c) Government-provided material, waste, borrow, staging and maintenance areas; 

(d) All areas where storm water typically flows within the site;
(e) All points of storm water discharge from the site; and

(f) All locations where temporary stabilization measures have been implemented.

Inspect all erosion and sediment control measures at least once every 7 days, or once every 14 days and within 24 hours of a storm event of 6 millimeters or greater as determined by an on-site rain gauge. Specify in the project SWPPP (tab 9) which inspection schedule will be used and use the same schedule throughout the duration of construction.
Furnish completed inspection reports to the CO within 24-hours after performing an inspection.
Inspections may be temporarily suspended when construction has stopped due to seasonally-frozen conditions if all disturbed areas have been permanently or temporarily stabilized. Document the reason for the reduction in inspection frequency in the SWPPP (tab 9). Resume the normal inspection schedule when the construction site thaws or construction activities resume.

157.13 Maintenance and Cleanup.  Delete this Subsection and substitute the following:
Maintain erosion and sediment control measures in working condition until final acceptance or until disturbed sites have been stabilized as determined by the CO. Clean devices and structures when half full of sediment. Remove accumulated sediment and dispose of in an upland location according to Subsection 204.14. 

Implement maintenance of erosion and sediment control devices or other corrective action within the following time requirements:
(a) In the event of discharge of sediment or other pollutants, immediately take steps to prevent further discharge until a permanent solution is installed and made operational;
(b) Begin corrective maintenance of sediment and erosion control devices within 24 hours of discovery and complete as soon as possible.
Upon approval of the CO, remove and dispose of erosion and sediment control devices and structures according to Subsection 203.05.
	Include the following in projects where the responsibility for removal of erosion control devices is not part of the contract.  

Revise the third paragraph of Subsection 157.13.  Example: “Removal and disposal of erosion control devices designated to remain will be performed by others.” 

Note: Coordinate requirements with Subsection 107.01 if necessary.
	(WFL Specification 12/13/05)


 [INSERT REQUIREMENTS]

	Include the following in all projects.
	(WFL Specification 01/07/14)


157.14  Acceptance.  Delete the first paragraph and substitute the following:
Acceptance.  Material for soil erosion control measures will be evaluated under Subsections 106.02 and 106.03.  Do not provide a copy of the certifications for soil erosion control materials to the CO, unless otherwise directed by the CO.

