03USC05/14/13
Section 204. — EXCAVATION AND EMBANKMENT
Construction Requirements

	Note: Use one or the other condition depending on quantity of material to finish the roadbed.
	(WFL Specification 01/01/04)


204.06 Roadway Excavation. Amend as follows:

	Include the following when sufficient quantity is available without processing the material.
	(WFL Specification 01/01/04)


(a) General. Add the following to the second paragraph:

Conserve sufficient quantities of 6-inch minus material from the roadway excavation to use for finishing the roadbed. Sufficient quantities are available within the roadway excavation.

	Include the following when sufficient quantity is NOT available without processing the material.
	(WFL Specification 01/01/04)


(a) General. Delete the text of the second paragraph and substitute the following:

Excavate material suitable for backfill or other purposes in a sequence that permits the placement of the excavation directly into its final position or in stockpiles for subsequent placing.

204.10 Embankment Construction. Amend as follows:

	Include the following when sufficient quantity is available without processing the material.
	(WFL Specification 01/01/04)


Add the following to paragraph (b):

Construct the top 12 inches of the embankment with 6-inch minus material conserved from the roadway cuts.

	Include the following when sufficient quantity is NOT available without processing the material. Note: Add a select topping item.
	(WFL Specification 01/01/04)


Add the following to paragraph (b):
Construct the top 12 inches of the embankment with topping.
	Include one or all of the following paragraphs if applicable.
	(WFL Specification 08/12/09)


204.14 Disposal of Unsuitable or Excess Material. Delete the text of the first paragraph and substitute the following:

	Note: Use when disposal sites are designated. Edit as required if area is mandatory and delete last sentence.


Unsuitable or excess material may be disposed of at [INSERT LOCATION(S)] . If material is disposed of off the project, comply with Subsection 105.02 as well as any applicable local, state, and Federal laws.

	Note: Use when water and compaction of a disposal site is required. Edit as required.


Water and compact material disposed of at [INSERT LOCATION(S)].

	Include the following when work is required under this Section.
	(WFL Specification 05/14/13)


Measurement

204.16 Amend as follows:

	Include the following when work is required under this Section, with the following exceptions:
· Do not use when roadway excavation is measured by Contract Quantity

· Do not use when confidence in roadway excavation quantity is low (i.e., limited survey)

Coordinate with 152.02 and 152.03(b)
	(WFL Specification 05/14/13)


Add the following to paragraph (a)(1)(a) Roadway prism excavation:

Use the design volume. The design volume is defined as the bid schedule quantity less any allowance, as shown in the summary of quantities sheet of the plans.  This volume is subject to adjustments resulting from changes to slope stakes according to Subsection 152.03(c).

	Include the following when subexcavation is required.
	(WFL Specification 04/10/12)


Add the following:

(g) Subexcavation. Measure subexcavation by the cubic yard in its original position.
	Include the following when work is required under this Section. Edit as required.
	(WFL Specification 09/14/08)


Delete Table 204-1 and substitute the following:
	Table 204-1

Sampling and Testing Requirements
	Reporting Time
	Before using in work
	"
	—
	Before using in work
	"
	"
	"
	Before placing next layer
	(1) Minimum of 5 points per proctor

	
	Split 

Sample
	Yes, when requested
	"
	—
	Yes, when requested
	"
	"
	"
	"
	

	
	Point of Sampling
	Processed material before incorporating in work
	"
	In-place
	Processed material before incorporating in work
	"
	"
	"
	In-place
	

	
	Sampling 

Frequency
	1 per soil type
	1 per soil type but not less than 1 per 

13,000 yd3
	1 per 6000 yd2

but not less than

1 per layer
	1 per soil type but not less than 1 for each day of production
	"
	"
	1 per soil type but not less than 1 per 

13,000 yd3
	1 per 6000 yd2

but not less than

1 per layer
	

	
	Test Methods Specifications
	AASHTO M 145
	AASHTO T 180, method D(1) or

T 99, method C(1)
	AASHTO T 310 or other approved procedures
	AASHTO M 145
	AASHTO T 27
& T 11
	AASHTO T 89, Method A
& T87
	AASHTO T 180, method D(1) or

T 99, method C(1)
	AASHTO T 310 or other approved procedures
	

	
	Category
	—
	—
	—
	—
	—
	—
	—
	—
	

	
	Characteristic
	Classification
	Moisture-density
	Compaction
	Classification
	Gradation
	Liquid limit
	Moisture-density
	Compaction
	

	
	Type of Acceptance (Subsection)
	Measured and tested for conformance (106.04)
	Measured and tested for conformance (106.04)
	

	
	Material or Product

(Subsection)
	Topping 

(704.05)
	Select topping (704.08)
	


	Table 204-1 (continued)

Sampling and Testing Requirements
	Reporting Time
	Before using 

in work
	"
	Before placing next layer
	24 hours
	"
	"
	"
	Before placing next layer
	(1) Minimum of 5 points per proctor.

	
	Split 

Sample
	Yes, when requested
	"
	—
	Yes, when requested
	"
	"
	"
	"
	

	
	Point of Sampling
	Processed 

material before incorporating

in work
	"
	In-place
	Processed 

material before incorporating

in work
	"
	"
	"
	In-place
	

	
	Sampling 

Frequency
	1 per soil type
	1 per soil type but not less than 1 per 

13,000 yd3
	1 per 3500 yd2
but not less than

1 per layer
	1 per soil type but not less than 1 for each day of production
	"
	"
	1 per soil type but not less than 1 per 

13,000 yd3
	1 per 3500 yd2
but not less than

1 per layer
	

	
	Test Methods Specifications
	AASHTO M 145
	AASHTO T 180,

method D(1) or T 99, method C(1)
	AASHTO T 310

or 

other approved procedures
	AASHTO M 145
	AASHTO T 27
& T 11
	AASHTO T 89, Method A
& T87
	AASHTO T 180,
method D(1)
or

T 99, method C(1)
	AASHTO T 310

or 

other approved procedures
	

	
	Category
	—
	—
	—
	—
	—
	—
	—
	—
	

	
	Characteristic
	Classification
	Moisture-

density
	Compaction
	Classification


	Gradation
	Liquid limit
	Moisture-

density
	Compaction 
	

	
	Type of Acceptance (Subsection)
	Measured and tested 

for conformance (106.04)
	Measured and tested 

for conformance (106.04)
	

	
	Material or 

Product

(Subsection)
	Unclassified borrow (704.06)
	Select borrow

(704.07)
	


	Table 204-1 (continued)

Sampling and Testing Requirements
	Reporting Time
	Before using 

in work
	"
	Before placing next layer
	Before placing next layer
	(1) Minimum of 5 points per proctor.

	
	Split

Sample
	Yes, when requested
	"
	—
	—
	

	
	Point of Sampling
	Source of 

Material
	"
	In-place
	In-place
	

	
	Sampling 

Frequency
	1 per soil type
	1 per soil type but not less than 1 per 

13,000 yd3
	1 per 3500 yd2
but not less than

1 per layer
	1 per 2500 yd2
	

	
	Test Methods Specifications
	AASHTO M 145
	AASHTO T 180, 

method D(1)
or

T 99, method C(1)
	AASHTO T 310

or 

other approved procedures
	AASHTO T 310 or 

other approved procedures
	

	
	Category
	—
	—
	—
	—
	

	
	Characteristic
	Classification
	Moisture-

density
	Compaction
	Compaction
	

	
	Type of Acceptance (Subsection)
	Measured and tested 

for conformance (106.04)
	Measured and tested 

for conformance (106.04)
	

	
	Material or Product

(Subsection)
	Earth embankment (204.11)
	Top of subgrade

(204.11)
	


Special Contract Requirements
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