03USC10/06/11
Section 208. — STRUCTURE EXCAVATION AND

BACKFILL FOR SELECTED MAJOR STRUCTURES

	Include the following when work is required under this Section.  Edit as required.
	(WFL Specification 09/14/08)


Delete Table 208-1 and substitute the following:

	Table 208-1

Sampling and Testing Requirements
	Reporting Time
	Before using

in work
	" 
	" 
	Before placing next layer
	Before using

in work
	" 
	" 
	Before placing next layer
	(1)  Minimum of 5 points per proctor.

	
	Split 

Sample
	Yes, when requested
	" 
	" 
	—
	Yes, when requested
	" 
	" 
	—
	

	
	Point of Sampling
	Source of 

material
	" 
	" 
	In-place
	Source of 

material
	" 
	" 
	In-place
	

	
	Sampling 

Frequency
	1 per soil type
	" 
	" 
	1 per 300 yd3
	1 per soil type
	" 
	" 
	2 per lift
	

	
	Test Methods Specifications
	AASHTO M 145
	AASHTO T 27

& T 11
	AASHTO T 99,

method C(1)
	AASHTO T 310

or 

other approved procedures
	AASHTO T 27

& T 11
	AASHTO T 89, Method A
& T 87
	AASHTO T 99,

method C(1)
	AASHTO T 310 or

other approved procedures
	

	
	Category
	—
	—
	—
	—
	—
	—
	—
	—
	

	
	Characteristic
	Classification
	Gradation
	Moisture-

density
	Compaction
	Gradation
	Liquid limit
	Moisture-

density
	Compaction
	

	
	Type of Acceptance (Subsection)
	Measured and tested

for conformance

(106.04)
	Measured and tested

for conformance

(106.04)
	

	
	Material or

Product
(Subsection)
	Foundation fill

(704.01)
	Structural backfill

(704.04)
	


Special Contract Requirements
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