03USC10/04/07
Section 251. — RIPRAP

Construction Requirements

	Include the following when there is limited vertical clearance to work (i.e. under bridges, in box culverts).

Edit as required.
	(WFL Specification 01/01/04)


251.03 General. Add the following:

Place riprap under or adjacent to structures before placing prefabricated superstructure units or constructing superstructure falsework.

	Include the following table when riprap is required
	(WFL Specification 10/04/07)


Delete Table 251-1 and substitute the following:

	Table 251-1

Sampling and Testing Requirements
	Reporting Time
	Before using

in work
	"
	Before using

in work 

	
	Split 

Sample
	Yes
	"
	Yes, when requested

	
	Point of Sampling
	Source of material
	"
	—

	
	Sampling

 Frequency
	1 per material type
	"
	1 per mix design

	
	Test Methods Specifications
	AASHTO T 85
	AASHTO T 210
	AASHTO T 23

& T 22

	
	Category
	—
	—
	—

	
	Characteristic
	Apparent specific gravity & absorption
	Coarse durability index
	Making test specimens Compressive

strength

	
	Type of Acceptance

(Subsection)
	Measured and tested 

for conformance

(106.04)
	Measured and tested

for conformance

(106.04)

	
	Material or Product

(Subsection)
	Riprap

(705.02)
	Mortar
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