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Section 253. — GABIONS AND REVET MATTRESSES

Construction Requirements

	Include the following when work is required under this Section or under Section 255.
	(WFL Specification 08/08/05)


253.05 Structure Erection. Delete the text of third sentence of the second paragraph and substitute the following:

Install other fasteners according to Subsection 720.02(c). Do not use alternate wire fasteners to join more wires, or larger wires, than for which they were tested and approved.

253.06 Cell Filling. Amend as follows:

Delete the text of second paragraph and substitute the following:

Place internal connecting wires in each unrestrained exterior basket cell in the cells in the following manner:

(a) Fill each cell of the 36-inch high baskets to ⅓ its depth, after which place connecting wires in each direction as shown on the plans. Loop each end of the connecting wires around 2 mesh openings. When the cell is ⅔ full, repeat this operation.

(b) For thinner gabion baskets, internal connecting wires are not required except when 18-inch baskets are used vertically, in which case the procedure under (a) above will be followed.

Add the following to the third paragraph:

Completely fill cells so that the lid will bear on the rock when it is secured. Secure the lid so that no more than a 1 inch gap remains at any connection.

Add the following:

Gabion rows or layers not completed at the end of each shift, will have the last gabion filled with rock tied internally as an end gabion.

	Include the following when testing for unit mass is required under this Section.
	(WFL Specification 01/01/04)


253.06A Testing for Unit Mass. (Added Subsection).
Perform an approved unit mass test for each 500 cubic yard of gabions placed. The frequency of these tests may be reduced by the CO if the proper unit mass is being consistently obtained.

Furnish weighing equipment meeting the requirements of Subsection 109.03 to determine the in-place unit mass of the gabions.

The minimum unit mass of the gabions is 100 pounds per cubic foot. If the unit mass of the gabion weighed is less than the minimum required, the gabion will be rejected. In the event a gabion in rejected, weigh additional gabions to establish that the minimum acceptable unit mass is being obtained before continuing with gabion construction.

	Include the following when geotextile is not required on the back face of the gabion basket.
	(WFL Specification 01/01/04)


253.07 Backfilling. Delete the text of the first sentence.
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