03USC09/13/05

Section 403. — HOT ASPHALT CONCRETE PAVEMENT

	Include the following on all projects when hot asphalt concrete pavement is required.
	(WFL Specification 09/13/05)


Delete Table 403-1 and substitute the following:

	Table 403-1

Sampling, Testing and Acceptance Requirements
	Reporting Time
	21 days before approval of

job-mix formula
	24 hours
	"
	"
	—
	Tested by

Government

	
	Split 

Sample
	—
	Yes, when requested
	"
	"
	—
	2 - 1-quart

samples 

	
	Point of Sampling
	Flowing aggregate stream (bin or belt discharge) or off of conveyor
	Behind paver before compacting
	“
	Completed roadway after rolling
	—
	Line between storage tank & asphalt plant

	
	Sampling 

Frequency
	1 per aggregate

 stockpile
	1 per 700 tons
	"
	"
	—
	1 per 130 tons

of liquid

	
	Test Methods Specifications
	Subsection 403.03
	AASHTO T 30
	AASHTO T 308

& T 329
	ASTM D 2950 or other approved procedures
	Subsection 403.16
	Subsection 702.01

	
	Category
	—
	—
	—
	—
	—
	—

	
	Characteristic
	Job-mix formula verification
	Gradation
	Asphalt 

content
	Compaction
	Smoothness
	Quality

	
	Type of Acceptance (Subsection)
	Measured and tested 

for conformance (106.04)

	
	Material or Product
	Hot asphalt 

concrete pavement
	Asphalt binder


Special Contract Requirements

Project: [INSERT PROJECT NUMBER, INSERT PROJECT NAME]


