03M09/13/05

Section 405. — OPEN-GRADED ASPHALT FRICTION COURSE

	Include the following on all projects when open-graded asphalt friction course is required.
	(WFL Specification 09/13/05)


Delete Table 405-1 and substitute the following:

	Table 405-1

Sampling and Testing Requirements
	Reporting Time
	—
	
	—
	
	
	—

	
	Split 

Sample
	Yes
	
	—
	
	
	Yes

	
	Point of Sampling
	Hopper of lay down machine after discharging from plant
	
	“
	
	
	Line between storage tank & asphalt plant

	
	Sampling 

Frequency
	1 per 300 t
	
	1 per 300 t
	
	
	1 per 300 t

	
	Test Methods Specifications
	AASHTO

T 308 or T 164

& T 329
	
	AASHTO T 30
	
	
	Subsection 702.01

	
	Category
	I
	
	I
	I
	II
	—

	
	Characteristic
	Asphalt

content
	Gradation
	4.75 mm
	75 µm
	Other specified sieves
	Quality

	
	Type of Acceptance (Subsection)
	Statistical

(106.05)
	
	
	
	
	Statistical  

(106.05)

	
	Material or

Product
	Open-graded

asphalt friction

course
	
	
	
	
	Asphalt binder
































