03USC02/01/13
Section 501. — RIGID PAVEMENT
	Include the following when compressive strength cylinders are required.
	(WFL Specification 02/01/13)


Construction Requirements

501.05A Sampling. (Added Subsection).
Take samples according to AASHTO R 60 from specified loads. Composite samples are not required. Provide cylinder molds. Make at least 4 cylinders for compressive strength tests. Label each concrete cylinder mold with the project name, project number, the cylinder number, date molded, and location of the sample. Mark one cylinder “7 day test”, one cylinder “14 day test”, and two cylinders “28 day test”. Labeling on the lid only is not allowed. Use a permanent ink or paint marker to ensure that the label remains legible throughout the curing period.

After initial curing, furnish and maintain a suitable environment to cure cylinders according to WFLHD T 23. Provide suitable containers to protect and continue the curing of cylinders while transporting. Deliver cylinders to the Vancouver Laboratory according to Subsection 154.02. Cylinders will be tested at 7, 14, and 28 days from the date molded. Ensure cylinders arrive at the Vancouver Laboratory at least 1 day before the designated test date.

	Include the following when compressive strength cylinders are required.
	(WFL Specification 02/21/08)


Delete Table 501-3 and substitute the following:

	Table 501-3

Sampling and Testing Requirements
	Reporting 

Time
	Before producing
	Before producing
	Before batching
	"
	"

	
	Split 

Sample
	Yes
	Yes
	Yes, when requested
	"
	"

	
	Point of Sampling
	Source of

 material
	Source of

 material
	Flowing aggregate stream (bin, 

 belt, discharge conveyor belt, or stockpile)
	"
	"

	
	Sampling 

Frequency
	1 per material type
	1 per mix design
	1 per day
	—
	—

	
	Test Methods Specifications
	AASHTO M 80
	Subsection 552.03
	AASHTO T 27 & 

T 11
	AASHTO T 27
	AASHTO T 225

	
	Category
	—
	—
	—
	—
	—

	
	Characteristic
	Quality
	All
	Gradation
	Fineness 

modulus
	Moisture test

	
	Type of Acceptance (Subsection)
	Measured and tested

for conformance 

(106.04 & 105)
	Measured and tested

for conformance 

(106.04 & 105)
	Measured and tested 

for conformance (106.04)

	
	Material or Product

(Subsection)
	Aggregate source quality

(703.02)
	Concrete 

composition

(mix design)
	Produced aggregate (fine & coarse)


	Table 501-3 (continued)

Sampling and Testing Requirements
	Reporting Time
	Upon

completing

tests
	"
	"
	"
	—
	Upon completing paving
	"
	72 hours
	(1) A single compressive strength test result is the average result from 2 cylinders cast from the same load and tested at 28 days.
	(2) See FLH Field Materials Manual, Appendix B.
	(3) Thickness is not a statistically evaluated parameter unless concrete pavement payment is by the square yard.

	
	Split 

Sample
	—
	—
	—
	—
	See Subsection 501.05A
	—
	—
	—
	
	
	

	
	Point of Sampling
	Point of 

discharge
	"
	"
	"
	Discharge stream at point of

 placing
	See Subsection

501.12
	See Subsection

501.12
	In place after sufficient hardening
	
	
	

	
	Sampling 

Frequency
	1 per load
	"
	"
	"
	1 set per 25 m3 but not less than 1 per day
	See Subsection

501.12
	See Subsection

501.12
	1 core per 2000m2
	
	
	

	
	Test Methods Specifications
	AASHTO T 121
	AASHTO T 152 or AASHTO T 196
	AASHTO T 119
	Field measured
	WFLHD T 23-94(2)
&

AASHTO T 22
	See Subsection

501.12
	See Subsection

501.12
	AASHTO T 24
	
	
	

	
	Category
	—
	—
	—
	—
	II
	I
	—
	II
	
	
	

	
	Characteristic
	Unit mass
	Air content
	Slump
	Temperature
	Compressive strength(1)
	Type A

smoothness
	Type B

smoothness
	Pavement thickness(3)
	
	
	

	
	Type of Acceptance (Subsection)
	Measured and tested 

for conformance (106.04)
	Statistical 

(106.05)
	Statistical

(106.05)
	Measured and tested

for conformance

(106.04)
	Statistical

(106.05)
	
	
	

	
	Material or Product

(Subsection)
	Structural concrete (552.09(b)(3))
	Rigid pavement
	
	
	


Special Contract Requirements

Project: [INSERT PROJECT NUMBER, INSERT PROJECT NAME]


