03M06/04/07
Section 551. — DRIVEN PILES

Construction Requirements

	Include the following when piles are to be driven to refusal. Verify minimum hammer energy with Geotech.

Include Subsection 551.06.
	(WFL Specification 01/01/04)


551.03 Pile Driving Equipment. Delete the text of paragraph (b) and substitute the following:

Furnish pile driving equipment of such size that the permanent piles can be driven with reasonable effort to the required lengths without damage. The energy of the driving equipment submitted for approval, as rated by the manufacturer, must be at least 40.5 kilojoules.

551.06 Driven Pile Capacity. Delete the text of this subsection and substitute the following:

Drive piles to the minimum tip elevations shown on the contract drawings. Drive all piles to refusal. If a pile reaches refusal above the minimum tip elevation shown on the contract drawings, do not overdrive the pile. Refusal is defined as 10 blows per 25 millimeters.

	Include the following in all projects with driven piles.
	(FLH Transmittal No. 3 06/04/07)


551.08 Preparation and Driving. Delete the second paragraph and substitute the following:

Drive piles to within 75 millimeters of plan location at cutoff elevation. Install no pile closer than 150 millimeters to any cap face. Drive piles so that the axial alignment is within 20 millimeters per meter, along the longitudinal axis, of the required alignment. The CO may stop driving to check the pile alignment. Check alignment of piles that cannot be internally inspected after installation before the last 1.5 meters are driven. Do not pull laterally on piles or splice to correct misalignment. Do not splice a properly aligned section on a misaligned pile.

