03USC04/26/10
Section 614. — LEAN CONCRETE BACKFILL

Description

	Include the following when lean concrete backfill is required.
	(FLH Transmittal No. 4  04/26/10)


614.02 Add the following:

Fly ash
725.04(a)

	Include the following when work is required under this Section.
	(FLH Transmittal No. 4  04/26/10 &

 WFL Specification 01/01/04)


Construction Requirements

614.03 Composition of Mix. Amend as follows:

	Include the following when “flowable fill” is required.
	(WFL Specification 01/01/04)


Add the following:

The following mix proportions per cubic yard may be used in lieu of a job specific mix design:

	Cement
	66 pounds

	Fly ash
	330 pounds

	Coarse aggregate
	2,480 pounds

	Fine aggregate
	1,895 pounds

	Water
	330 pounds


	Include the following when lean concrete backfill is required.
	(FLH Transmittal No. 4  04/26/10)


Delete Table 614-1 and substitute the following:

	Table 614-1

Composition of Lean Concrete Backfill

	Property
	Specification

	Cement content
	94 pounds per cubic yard  min.

	Aggregate particle size
	1 inch max.

	Aggregate passing No. 200 sieve
	10 % max.

	7-day compressive strength
	220 pounds per square inch max.


Special Contract Requirements
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