03USC07/20/15
Section 635. — TEMPORARY TRAFFIC CONTROL

Description

	Include the following when Traffic and Safety Supervisor is required.
	(WFL Specification 01/01/04)


635.01 Add the following:

This work also includes providing the services of a Traffic and Safety Supervisor.

Construction Requirements

	Include the following when Traffic and Safety Supervisor is required.
	(WFL Specification 01/01/04)


635.08A Traffic and Safety Supervisor. (Added Subsection).

Perform services described in Subsection 156.08. Provide all vehicles and incidentals necessary to perform the work.

	Include the following when temporary pavement markings and delineation is required.

Note: Use when paving will last more than one day.
	(WFL Specification 11/28/05)


635.13 Temporary Pavement Markings and Delineation. Amend as follows:
Add the following after the first paragraph:
Provide temporary pavement markings or delineation according to Section 156, the MUTCD, and project plans. Apply temporary pavement markings (centerline) to the same dimensions and cycle lengths as shown in the plans for permanent pavement markings, including all passing zones. Temporary pavement markings may be allowed to remain in place for more than 14 days when approved by the CO.

	Include the following when temporary pavement markings and delineation is required.

Note: Use when paving will last more than one day.
	(WFL Specification 07/20/15)


Delete the text of paragraph (a) and substitute the following:
(a) Preformed retroreflective tape. Apply according to the manufacturer's instructions. Remove all loose temporary preformed retroreflective tape before placing additional pavement layers.

Install retroreflective tape to the dimensions shown in the plans for permanent pavement markings, including all passing zones. Tape may not be placed at reduced cycle lengths.
	Include the following when signing for unmarked pavements is used.

Edit as required. Use 3 days if ADT >1000 and 14 days if ADT<1000.
	(WFL Specification 06/22/07)


635.13A Temporary Signs and Vehicle Positioning Guides. (Added Subsection).
Temporary signs and vehicle positioning guides may be substituted for temporary pavement markings for up to [INSERT 3 or 14] calendar days. Install “NO CENTER STRIPE” (W8-12), “NO PASSING ZONE” (W14-3), “DO NOT PASS” (R4-1) and “PASS WITH CARE” (R4-2) signs according to the MUTCD. Include the description and location of each sign in an alternate traffic control proposal according to Subsection 156.03. Install vehicle positioning guides (temporary raised pavement markers) spaced 40 feet apart for temporary centerline delineation.

	Include the following when paving is required.
	(WFL Specification 01/01/04)


635.17 Pavement Patch. Add the following:

Remove all cold asphalt mix from patches less than 2 years old as directed by the CO and replace with hot asphalt mix before placing hot asphalt on succeeding lifts.

	Include the following in all projects.
	(WFL Specification 01/07/14)


635.25 Acceptance.  Delete the text of this Subsection and substitute the following:

Acceptance.  Material (including signs, drums, barricades, cones, tubular markers, crash cushions, concrete barriers, dividers, fence, guardrail, pavement markings, rumble strips, traffic signals, lights, and vertical panels) for temporary traffic control devices will be evaluated under Subsections 106.02 and 106.03.  Do not provide a copy of the certifications for temporary traffic control materials to the CO, unless otherwise directed by the CO.  

Vehicles for pilot cars and shadow vehicles will be evaluated under Subsection 106.02.

Placement of temporary traffic control devices will be evaluated under Subsections 106.02 and 106.04.

Temporary traffic control services will be evaluated under Subsection 106.02.

	Include the following when Flagger is a pay item in the Bid Schedule.
	(WFL Specification 05/26/03)


Measurement

635.26 Amend as follows:
Delete the sixth paragraph and substitute the following:

Measure flaggers, for each hour a person is actually flagging. Round portions of an hour up to the half hour. Measure time in excess of 40 hours per week at the same rate as the first 40 hours.

	Include the following when the Traffic and Safety Supervisor is a pay item in the Bid Schedule.
	(WFL Specification 09/21/05)


Add the following:

Measure Traffic and Safety Supervisor by the day (24-hour day beginning and ending at midnight) for the work described in Subsection 156.08.

A day will be measured when:

· Construction operations require a Traffic Supervisor during the normal working days;

· The Traffic Control Supervisor makes normal checks during nonwork hours; or

· The Traffic Control Supervisor is called out during nonwork hours.
Do not measure flagging performed by the Traffic and Safety Supervisor when there is a pay item in the bid schedule for Traffic and Safety Supervisor.
	Include the following when temporary pavement markings are required.
	(WFL Specification 04/01/13)


Add the following:

Signs used to delineate passing zones and raised pavement makers used for vehicle positioning guides according to Subsection 635.13A will not be measured.

Payment

	Include the following when when an item for temporary pavement markings is in the bid schedule.
	(WFL Specification 01/01/04)


635.27. Add the following:

Progress payment for temporary pavement markings will be made upon installation, except that when the pay item includes subsequent removal of the markings, up to 25 percent of the unit bid price may be withheld until the removal is completed.

Special Contract Requirements

Project: [INSERT PROJECT NUMBER, INSERT PROJECT NAME]


