03USC04/26/10
Section 701. — CEMENT
	Include the following when work is done in this Section.
	(FLH Transmittal No. 4  04/26/10)


701.01 Hydraulic Cement. Amend as follows:
Delete the text of the first paragraph and substitute the following:

Do not mix cement brands or types.

	Include the following when structural concrete is required and the concrete exposed to soils or groundwater does not require sulfate resisting cement.
	(WFL Specification 10/19/07)


Delete the text of paragraph (a) and substitute the following:
(a) Portland Cement. Conform to AASHTO M85, type II or type III and the low alkali cement criteria of Table 2 – Optional Chemical Requirements.
	Include the following when structural concrete is required and the concrete exposed to soils or groundwater does require sulfate resisting cement.
	(WFL Specification 10/19/07)


Delete the text of paragraph (a) and substitute the following:
(a) Portland Cement. Conform to AASHTO M 85, type V and the low alkali cement criteria of Table 2‑Optional Chemical Requirements.
	Include the following when hydraulic cement is permitted or required.
	(FLH Transmittal No. 4  04/26/10)


Delete the text of paragraph (b) and substitute the following:
(b) Blended Hydraulic Cement. Conform to AASHTO M 240.
	Include the following when shotcrete is required.

Edit as required.
	(WFL Specification 09/21/07)


Add the following:
(c) Shotcrete. Use one of the following:

(1) Portland cement. Conform to AASHTO M 85 and the low alkali cement criteria of Table 2‑Optional Chemical Requirements.
(2) Blended hydraulic cement. Use AASHTO M 240, type IS, IS-A, IP, or IP-A cement.
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