03M06/04/07
Section 709. — REINFORCING STEEL AND WIRE ROPE

709.01 Reinforcing Steel. Amend as follows:

	Include the following when reinforcing bars are required.
	(FLH Transmittal No. 3  06/04/07)


Delete the text of paragraph (b) and substitute the following:
(b) Reinforcing bars. Furnish deformed, grade 420 bars conforming to AASHTO M 31M or M 332M.
	Include the following when tie bars are required.
	(FLH Transmittal No. 2  03/07/05)


Delete the text of paragraph (d) and substitute the following:
(d) Tie bars. Furnish deformed, grade 420 bars conforming to AASHTO M 31M.

	Include the following when hook bolts are required.
	(FLH Transmittal No. 2  03/07/05)


Delete the text of paragraph (e) and substitute the following:
(e) Hook bolts. Furnish plain, grade 420 bars conforming to AASHTO M 31M with M14 rolled threads or M16 cut threads. Furnish a threaded sleeve nut capable of sustaining a minimum axial load of 67 kilonewtons.

	Include the following when prestressing steel is required.
	(FLH Transmittal No. 3  06/04/07)


709.03 Prestressing Steel. Delete the first paragraph and substitute the following:

Fabricate from one of the following:

· Stress-relieved steel wire, AASHTO M 204M, type BA or WA;

· Uncoated seven-wire steel strand, AASHTO M 203M, grade 1860; or

· High-strength steel bars, AASHTO M 275M, type II.
