03M07/16/04

Section 718. — TRAFFIC SIGNING AND MARKING MATERIAL

	Include the following when square tubular steel signposts are required.
	FLH Transmittal No. 1


718.08 Signposts. Delete paragraph (b)(2)(c) and substitute the following:

(c) Galvanizing after punching
ASTM A 653M,

(inside and outside of post)
coating Z275 designation

	Include the following when waterborne traffic paint is required.
	FLH Transmittal No. 1


718.14 Waterborne Traffic Paint. Delete the text in paragraph (g) and substitute the following:
(g) Daylight reflectance. (Without glass beads)

(1) White, ASTM E 1347
84% relative to magnesium

oxide standard

(2) Yellow, ASTM E 1347
55% relative to magnesium

oxide standard

	Include the following when epoxy markings are required.
	FLH Transmittal No. 1


718.15 Epoxy Markings. Amend as follows:
Delete the text of paragraph (a)(2) and substitute the following:

(2) Yellow:
(a) Chrome yellow (PbCrO4),
23% minimum

ASTM D 126, type III

(b) Epoxy resin
70 to 77%

Delete the text in paragraph (g) and substitute the following:
(g) Drying time. 0.38-millimeter film thickness with beads.

(1) Laboratory at 22ºC, ASTM D 711
30 minutes maximum to

no-pick-up condition

(2) Field at 25ºC, viewed from 15 meters
10 minutes maximum to

no-pick-up condition

