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" bolt or approved equal.8
3inserts for 

" increment.2
1each 4

215 lbs.  Increase or decrease weight by 28 lbs for 

Estimated weight, frame and grate (2'-6" x 2'-6") 

See Standard 604-1 for dimensions of T.

See Standard 604-1.
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NOTE:

    NO SCALE

FRAME AND GRATE DETAILS

GRATE CORNER DETAILFRAME CORNER DETAIL

FRAME ANCHOR DETAIL

FRAME DETAIL

GRATE DETAILS

SECTION A-A

SECTION B-B

B

B

AA

T (See Note 8)

Direction of flow

(typ.)

(typ.)

C-L2

(typ.)

 TRAFFIC 

(trim L to size)

(trim L to size)

headed anchor

THREADED CONCRETE ANCHORS:  Ferrule loop 

BOLTS & WASHERS: ASTM A 307, Galvanized.

STRUCTURAL STEEL: AASHTO M 183 (ASTM  A 36M).

FINISH: Galvanized after fabrication.

material thickness.  Grind smooth all contact surfaces. 

all joints with a minimum size fillet weld, based on 

Specifications.  Unless otherwise indicated seal weld 

WELDING: Weld in conformance with the Standard 

full penetration butt weld.

HEADED CONCRETE ANCHORS: Weld to frame with a 
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Plate

headed anchor

and washer

bar

Plate

Number of plates varies according to pipe diameter. 

45°

30°

45
°


	FLH Standard Drawings
	604-2: Metal Frame and Grate, Type A

	Metric
	US Customary



	NPS: 
	State: 
	Project: 
	604-2: 


