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TYPE A AND B
TERMINAL SECTIONS,
GUARDWALL, TYPE 1,
PRECAST CONCRETE
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FEDERAL LANDS HIGHWAY
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U.S. DEPARTMENT OF TRANSPORTATION

U.S. CUSTOMARY STANDARD
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Minimum concrete cover 2" unless shown otherwise.

(see Standard 618-2) and as directed by CO. 

NOTE:

    NO SCALE
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TERMINAL SECTIONS

BENDING DIAGRAMS

REAL JOINTS DETAIL

W1 BARS W2 BARS W3 BARS

SECTION C-C

SECTION B-B

TYPE B

TYPE A

SECTION A-A

Groove

4 per unit (typ.)

Lifting inserts

strip at grade

Face of mowing

Real jointguardwall, type 1

Precast concrete

guardwall, type 1

Precast concrete
Real joint

Aggregate base

Aggregate base

Artificial stone coping

max. slope ±1:10

Finished grade

max. slope ± 1:10

Finished grade

A

A

C C

B

B

CL

CL

Lifting insert (typ.)

Backer rod

Sealant

(See elevation)

Artificial stone face

Uniform color coping (typ.)

45° (typ.)

Pay limits for guardwall

for guardwall

Pay limits

joints below coping (typ.)

other than below coping

Tongue

Precast the entire wall section; no cast-in-place allowed.

the capstone, sides, and top and sides of the footing.   

Sealant for the real joint covers the perimeter joint of 

any of the precast concrete guardwall segments.   

Terminal sections, Type A and Type B, interlock with 

by using the appropriate flare rate in guardwall layout 

Place guardwall terminal section outside the clear zone 
at 1'-6"

#5 x 3'-2"

#5

#5

#5
" dia. groove8

310

" dia. tongue8
59

3" radius equally spaced

3 - #5 x 14" Bars on

4" x 4" - W2 x W2

3 - #5 x 14"

W1 Bars at 18" centers

W2 Bars at 18" centers

"4
116 - #5 x 9'-7

4" x 4" - W2 x W2

centers
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