**NOTES:**

1. Apply paint according to Section 563.
2. Furnish galvanized cast iron acorn caps conforming to Subsections 717.04 and 717.07.
3. Furnish steel pipe conforming to Subsection 717.06.

**REMOVABLE POST**

- 2.5" Diameter, Schedule 40 galvanized steel pipe. Prime and paint post and cap black (typ.)
- Cast iron acorn cap (3.5" height x 2.5" O.D.), galvanized. Fasten to post with 3 tack welds. Weld with nickel 99 red. Touch up paint after welding.
- 3/4" Dia. steel proof chain, paint black
- Weld flat side of first link to post
- Provide removable second link (Quick Link) for removable post installations

**NON REMOVABLE POST**

- 5.5 In. Diameter, Schedule 40 galvanized steel pipe sleeve.
- Top of galvanized steel pipe sleeve
- Flush

**DETAIL B**

- REAC/RPCC sidewalk
- Concrete footing
- 3" Diameter, Schedule 40 galvanized steel pipe (Sleeve)
- 4" x 4" x 1/2" thick steel plate with 3/8" drain hole at center of plate
- Weld plate to bottom of sleeve
- No. 57 stone gravel base (typ.)
- Weld 4" long, at center, of #4 rebar to steel pipe (typ.)