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I ] 2. Use weathering steel for all structural steel and fastener
ro | | hardware.
L T T 7 T — ‘% 3. Transition curbing (including dowel) will be paid for at the
X ‘ contract unit price for transition curbing.
|—7 300 c <J 4. Install transition curbing of material type specified in plans.
150 x 10 x 4080 e 150 x 10 x 2930 - 5. Curb may be continuous or slabs at least 1.5 m in length.
steel terminal section rail steel transition rail Install faces of slabs evenly and with maximum 2.5 mm
150 x 10 x 4565 separation.
steel transition splice rail 6. If contract requires steel post, substitute wood post with
W150 x 225 x 2.0 m long.
PLAN
7. Furnish hardware in the metric sizes shown. Equivalent US
. 2400 Customary sizes may be used when metric sizes are not
available.
‘ Pay Limits Connection to Stone Masonry Guardwall ‘ Pay Limits Guardrail
“ ﬂ B W‘ system SBTA 8. Dimensions without units are millimeters.
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ELEVATION m M16 x_1 00 lag screw
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z I 1. Pre-drill 18 mm holes in blocks outs and posts.
e: °° 22 dia. holes (typ.) o \B ° 22 dia. ol (ty )%ﬂ °
® ia. holes (typ. ia. holes (typ. >~ . . 2. Furnish hardware in the metric sizes shown. Equivalent
° ° °© °© °© °©° End of timber rail US Customary sizes may be used when metric sizes are
l{gT ) not available.
340 o 300 . 275 |\ 275 | 275 | 275 | 275 | 275 | 300 o 340 30 3. Dimensions without units are millimeters.
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One-piece variable depth
540 capstone for the full width
M20 x 420 hex bolt w/washer
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