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36" 24" 3"x4"retro- reflective sheeting.  4v yide pands ¥ [ / reflective sheeting.
- - o 5 2" - reflective sheeting 7?@ White (W-1) wr;gpgd :gojt Lo White (W-1)
%16"%6" 1%6" - 1716 L %" dia. holes cylindrical post —<f¥ NOTE:
‘ ‘ o | ’_ (8 reg'd) E _ _ Bl Double unit retro .
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= ! ! A ] \ < = 2. Install all delineators with reflectors facing adjacent on-
° B 2N °% s coming traffic.
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A | Oy oo | N ™ S 3" - 4" wide = 3" - 4" diameter 3. Install delineators behind the rail at guardrail locations.
Target plate N ) ‘ < =Y i I — 57
3 . N /. | ' R > 4. Offset delineators a minimum distance of 4 feet in areas of
716" aluminum | ;¥ \ =1 heavy snow removal operations.
blind rivets (typ.) [ A A %“ HR ! '
e | Aluminum sheet, 5. On roads with less than 500 ADT, use delineators only for
SECTION A-A g 0.050" thickness T AN \V4 T TN 7% TN situations such as sharp vertical or horizontal curves, or
~E 3"x 4" retro- other undesirable geometrics exist.
L ? reflective sheeting r— See Installation Detail r— See Installation Detail g \/ary the post spacing up to % of the spacing shown to clear
PR wo~ N TARGET PLATE driveways, cross roads, intersections or ramps. Eliminate
s j 22 h S ' \ the post if the variation is exceeded.
/ Yy NV
/ \ 7. When the contract does not provide for the construction of
| ¥ \ Gal ed fl d U-ch / steel OREGON TYPE 2 OREGON TYPE 3 the ultimate pavement, allow for the thickness of base and
R | aivanizea rlangea U-channél stee pavement to be placed later when establishing the elevation
. T@ | )/ post, minimum weight 2 Ibs/ft FLEXIBLE PLASTIC POSTS of the traffic delineators.
\ N
\ R / i = 8. If horizontal and vertical curves are combined, use the more
N p / Taper 5 restrictive spacing.
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~ _ 7 ™ NE 9. Spacing shall be measured along the shoulder or face of curb.
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HOLE DETAIL bl NG e~ 6' (max.)
(4 REQUIRED) OREGON TYPE 1 N § o §§ as directed
STEEL POST 55 o 5%
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On Curve S .g*‘t
23 oS
\ L VARIABLE,
| dependent on
‘ roadway section
b — ]
Metal post 2 ft (min.) plastic
posts variable, dependent
9 ” upon make of post used and REFLECTOR DETAILS
N anchorage system
4{—? 3 TyPE ’;(E%gg;o# NUMBER OF USAGE AND
» SPACING FOR HORIZONTAL CURVES . TYPICAL INSTALLATION POST COLOR | REFLECTORS SPACING
Ww-1 White 1 Max. tangent spacing:
400' each side
. 1 1 Equal in Y Intersections (tapers
Equal in D reflectance HORIZONTAL CURVES and widening):
reflectance . to Type 1 post N 100°
to Type 2 post i % % SPACING ON EACH SIDE OF ROADWAY IN FEET /
. ~ . ~ RADIUS OF See Horizontal Curves
Flexible n ,Lj/‘-acr:)‘zgairive / i CURVE ON CURVE IN ADVANCE OF & BEYOND CURVE table for variations
plastic post —— 7| |_ ' steel post A 1st SPACE | 2nd SPACE | 3rd SPACE w-2 White 2 Intersection Radius:
. ‘ . > 5800 300 300 300 300 3 min. @ 50'
IR IR 2900 to < 5800 230 300 300 300 Lane Reduction:
——;\fr _ T ey st T 2000 to < 2900 160 300 300 300 3 min @ 100
\L« ~ 1500 to < 2000 130 260 300 300
1200 to < 1500 110 220 300 300
Y6" dia. holes.
Wood post . Easten with four \ Wood post 960 to < 1200 100 200 300 300
%" x 2" lag screws 820 to < 960 90 180 270 300
U.S. DEPARTMENT OF TRANSPORTATION
- 640 to < 820 80 160 240 300 FEDERAL HIGHWAY ADMINISTRATION
\\ \\ 480 to < 640 70 140 210 300 WESTERN FEDERAL LANDS HIGHWAY DIVISION
340 to < 480 60 120 180 300 U.S. CUSTOMARY DETAIL
ALTERNATE 1 ALTERNATE 2 250 to < 340 50 100 150 300 OREGON
OREGON TYPE 4 170 to < 250 40 80 120 240
PLASTIC OR STEEL POST INSTALLATION 110to < 170 30 60 90 180 DELINEATORS
<110 20 40 60 120
WITH BEAM TYPE GUARDRAIL e —
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