
QUANTITY

RIPRAP

ESTIMATED

CLASS

RIPAP

QUANTITY

GEOTEXTILE

ESTIMATED

SECTION

END

WITH

SECTION

END

WITHOUT

4

4

3

3

2

2

2

4

4

3

3

2

2

2

D

SIZE

CULVERT

QUANTITY

RIPRAP

ESTIMATED

CLASS

RIPAP

QUANTITY

GEOTEXTILE

ESTIMATED

SECTION

END

WITH

SECTION

END

WITHOUT

4

4

3

3

2

2

2

4

4

3

3

2

2

2

D

SIZE

CULVERT

    NO SCALE

FOR INFORMATION ONLY

PROTECTIVE APRON DIMENSIONS AND QUANTITIES

OUTLET WITHOUT DITCH

FOR INFORMATION ONLY

PROTECTIVE APRON DIMENSIONS AND QUANTITIES

OUTLET WITH DITCH

L

LENGTH

APRON

H

DEPTH

APRON

L

LENGTH

APRON

H

DEPTH

APRON

                                                      

REVISED:  8/2016                                         

WESTERN FEDERAL LANDS HIGHWAY DIVISION

DETAIL APPROVED FOR USE  --/---- 

STATE PROJECT
NUMBER

SHEET

     

U.S. DEPARTMENT OF TRANSPORTATION

FEDERAL HIGHWAY ADMINISTRATION

                        

]
M

e
tr
ic

  
[

c
:
\
m

y
fi
le
s
\
p

w
_
p
r
o
d
u
c
ti
o
n
\
d

m
s
4
3
3
9
5
\

W
2
5
1
-
1
.d

g
n

1
0
:
4
2
 A

M
  

1
8
 J

u
ly
 2

0
1
6

DETAIL

METRIC DETAIL

W251-1M
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